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Hanover Lantern

Hanover Lantern is a Philips brand group

Ordering Guide

Example: BLC201BLK

Product Code BLC201 Beacon
Finish BLK Black

Spacing Chart

Specifications
Housing:
Single-piece compression molded fiberglass reinforced polyester composite. Two (2) ½" conduit inlets at bottom. Note: Watertight connectors and potting compound (by others)
must be used to maintain a watertight seal at conduit entry points.

Finish:
Composite is textured, pressure formed, molded-in-color.

Optical Assembly:

Electrical Assembly:
Bi-pin socket type (G4) with 250° C high temperature teflon coated wire leads. 12 volt fixture is pre-wired with 3-ft pigtail of 18-2 AWG, 105° C, SPT-1 wire. Low voltage quick
connector, (catalog #GLVC3) included for easy hook-up to the low voltage supply cable, not included. 12 volt system requires remote transformer, not included.

Warranty:
Ten-year limited warranty.

Certification:
UL listed to U.S. safety standards for wet locations. cUL listed to Canadian safety standards for wet locations. Manufactured to ISO 9001:2000 Standards.

Recommended Spacing - BLC201 - 13’
                            Horizontal footcandles

Measurements

7 3/8” (188mm)
5 5/16” (135mm)

Height
Width

3 lb.Max. Weight

Ribbed clear acrylic.

Lamping:
20W maximum T3 bi-pin lamp. Lamp is included with fixture. Lower wattage lamps are acceptable.

BEACON (BLC201) Specification Sheet


