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ORDERING/SPECIFICATIONS

Model

Loop Option
(1) One Loop
(2) Two Loops @ 180° Finish

Lens
(M)	Opal Polycarbonate

Socket
(D) Med.
(F) Fluorescent Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

162 N/A N/A N/A N/A N/A

162 -1 N/A N/A N/A N/A

162 -2 N/A N/A N/A N/A

162-5 N/A M D 50H (    )

162-5 N/A M D 70H (    )

162-5 N/A M D 35S E

162-5 N/A M D 50S (    )

162-5 N/A M D 70s (    )

162-5 N/A M D 40I E

162-5 N/A M F 13F (    )

162-5 N/A M F 18F (    )

162-5 N/A M F 26F (    )

    Bollard 162 Series
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162-5 BLK M D 70H H

Dims: H 46 3/8” W 17” dia.

162 ABS

Dims: H 46 3/8” W 17” dia.

162-1 VGN 

Dims: H 46 3/8” W 17” dia.

162-2 ASI

Dims: H 46 3/8” W 17” dia.

Anchor Base Diagram

7” dia.

Bolt Circle

Up to 13” dia. bolt circle for 
posts with 5” O.D. shafts

17” dia.

Chain: #15H09-002-RS- (length)

*Specify length needed

Note: 162, 162-1, 162-2 are unlit bollards.

Four 3/4” Dia. x 20” long zinc 
plated steel anchor bolts

Two hex nuts,  two 
washers per anchor bolt
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bollard

Bollard 164 Series

COMPONENT DATA

Cast aluminum cap assembly is removable for 
relamping.

Three 1/4 -20 stainless steel screws hold cap in place.

Fourteen 1/2” W x 7 3/4” long slots for illumination.

Porcelain 4kv socket/lamp area.

Opal polycarbonate lens.

Cast aluminum fourteen flute top base.

Four 8-32 stainless steel screws hold top base to 
bottom base assembly.

Cast aluminum round bottom base with internal 
ground lug.

Removable cast aluminum door.

Ballast compartment

Mounting base with (4) 1/2” dia. x 15 1/2” long 
anchor rods with a 7” dia bolt circle. 

ETL and cETL listed. ISO 9001: 2008.

B

A

D

C

F

E

H

G

I

B

A

D

C

F

E

H
G

I

model no. shown:  164-5 FGN M D 70H E
dimensions:  H:  39 1/4”  W:  13” dia.

J

K

J

K

photographed:
164-5 FGN M D 70H E
finish:
Forest Green (FGN)
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bollard

ORDERING/SPECIFICATIONS

Model

Loop Option
(1) One Loop
(2) Two Loops @ 180° Finish

Lens
(M)	Opal Polycarbonate

Socket
(D) Med.
(F) Fluorescent Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

164 N/A N/A N/A N/A N/A

164 -1 N/A N/A N/A N/A

164 -2 N/A N/A N/A N/A

164-5 N/A M D 50H (    )

164-5 N/A M D 70H (    )

164-5 N/A M D 35S E

164-5 N/A M D 50S (    )

164-5 N/A M D 70s (    )

164-5 N/A M D 40I E

164-5 N/A M F 13F (    )

164-5 N/A M F 18F (    )

164-5 N/A M F 26F (    )

    Bollard 164 Series
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164-5 FGN M F 26F E

Dims: H 39 1/4” W 13” dia.

164 WBZ

Dims: H 39 1/4” W 13” dia.

164-1 ARD

Dims: H 39 1/4” W 13” dia.

164-2 VBZ

Dims: H 39 1/4” W 13” dia.

Anchor Base Diagram Chain: #15H09-002-RS- (Length)

*Specify length needed

7” dia.

Bolt Circle

13” dia.

5”

Note: 164, 164-1, 164-2 are unlit bollards.

Four 1/2” Dia. x 15 1/2” long 
zinc plated steel anchor bolts

Two hex nuts,  two 
washers per anchor bolt
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bollard

Bollard 165, 166 Series

COMPONENT DATA

Cast aluminum cap.

Steel loop, powder coated to match fixture.

Cast aluminum fluted top base.

Cast aluminum square bottom base with internal 
ground line.

Removable cast aluminum door.

External mounting base with (4) 1/2” dia. x 15 1/2” 
long anchor rods on a 9 7/8” dia. bolt circle.

B

A

D

C

F

E

B

A

D

C

F

E

model no. shown:  166-2
dimensions:  H:  35 1/8”  W:  11 1/2” dia.

photographed:
166-2
finish:
Black (BLK)
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bollard

ORDERING/SPECIFICATIONS

Model

Loop Option
(1) One Loop
(2) Two Loops @ 180° Finish

165 N/A

165 -1

165 -2

    Bollard 165 Series

ALL FINISHES 
AVAILABLE 
(see page 5)

165 FGN

Dims: H 30 5/8” W 13 1/8” dia.

165-1 VCP

Dims: H 30 5/8” W 13 1/8” dia.

165-2 WHT

Dims: H 30 5/8” W 13 1/8” dia.

166 BRN

Dims: H 35 1/8” W 11 1/2” dia.

166-1 ACP

Dims: H 35 1/8” W 11 1/2” dia.

166-2 RBZ

Dims: H 35 1/8” W 11 1/2” dia.

Model

Loop Option
(1) One Loop
(2) Two Loops @ 180°
(3) Two Loops @ 90° Finish

166 N/A

166 -1

166 -2

166 -3

    Bollard 166 Series

ALL FINISHES 
AVAILABLE 
(see page 5)

Anchor Base Diagram - 165

Chain: #15H09-002-RS-(Length)

*Specify length needed

7” dia.

Bolt Circle

13” dia.

5”

Anchor Base Diagram - 166

Note: 165 bollards are unlit.
Note: 166 bollards are unlit.

Four 1/2” Dia. x 15 1/2” long 
zinc plated steel anchor bolts

Two hex nuts,  
two washers per 

anchor bolt

Four 1/2” Dia. x 15 
1/2” long zinc plated 

steel anchor bolts

Two hex nuts,  
two washers per 

anchor bolt
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bollard

Bollard 167 Series

COMPONENT DATA

Cast aluminum cap assembly is removable for 
relamping.

Three 1/4-20 stainless steel set screws hold cap in 
place.

Fourteen 1/2” wide x 7 3/4 long slots for illumination.

Porcelain 4 kv Socket.

Opal polycarbonate lens.

Cast aluminum fourteen flute top base.

Four 8-32 stainless steel screws hold top base to 
bottom base assembly.

Cast aluminum square bottom base with internal 
ground lug.

Removable cast aluminum door.

Ballast compartment.

Mounting base with base with (4) 1/2” dia. x 15 /12” 
long anchor rods on a 7” dia. bolt circle. 

ETL and cETL listed. ISO 9001: 2008.

B

A

D

C

F

E

H

G

I

B
A

D

C

F

E

H

G

I

model no. shown:  167-5 BLK M D F 26F E
dimensions:  H:  38 3/4”  W:  12 7/8” dia.

J

J

photographed:
167-5 BLK M D F 26F E
finish:
Black (BLK)

K

K
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bollard

ORDERING/SPECIFICATIONS

Model

Loop Option
(1) One Loop
(2) Two Loops @ 180° Finish

Lens
(M)	Opal Polycarbonate

Socket
(D) Med.
(F) Fluorescent Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

167 N/A N/A N/A N/A N/A

167 -1 N/A N/A N/A N/A

167 -2 N/A N/A N/A N/A

167-5 N/A M D 50H (    )

167-5 N/A M D 70H (    )

167-5 N/A M D 35S E

167-5 N/A M D 50S (    )

167-5 N/A M D 70S (    )

167-5 N/A M D 40I E

167-5 N/A M F 13F (    )

167-5 N/A M F 18F (    )

167-5 N/A M F 26F (    )

    Bollard 167 Series
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167-5 FGN M D F 26F E

Dims: H 38 3/4” W 12 7/8” dia.

167 BRZ

Dims: H 38 3/4” W 12 7/8” dia.

167-1 SRT

Dims: H 38 3/4” W 12 7/8” dia.

167-2 IRN

Dims: H 38 3/4” W 12 7/8” dia.

Anchor Base Diagram - 167

Chain: #15H09-002-RS-(Length)

*Specify length needed
12 7/8” sq.

7” dia.

Bolt Circle

5”

Note: 167, 167-1, 167-2 bollards are unlit.

Four 1/2” Dia. x 15 1/2” long 
zinc plated steel anchor bolts

Two hex nuts,  two 
washers per anchor bolt
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bollard

Bollard 2846 Series

COMPONENT DATA

Cast aluminum fixture head assembly.

Opal acrylic lens.

Porcelain 4kv socket/lamp area accessed from top.

Cast aluminum eight sided bottom base.

Removable cast aluminum door.

Ballast compartment.

Decorative square slip over base cover.

Mounting base with (4) 1/2” dia. x 15 1/2” long 
anchor rods with 9” dia bolt circle inside base or 12 
3/8” dia. bolt circle externally.  

ETL and cETL listed. ISO 9001: 2008.

B

A

D

C

F

E

H

G

B

A

D

C

F

E

H

G

model no. shown:  2846 BRN M D 70S E
dimensions:  H:  37 1/2”  W:  11 3/4” dia.

photographed:
2846 BRN M D 70S E
finish:
Brown (BRN)
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ORDERING/SPECIFICATIONS

Model Finish

Lens
(A) Clear Acrylic
(B) Opal Acrylic
(C) Clear Seeded Acrylic
(D)	Bronzetone Acrylic
(E)	 Clear Textured Acrylic
(M)	Opal Polycarbonate
(P)	 Clear Polycarbonate
(Q)	Prismatic Polycarbonate

Socket
(D) Med.
(F) Fluorescent Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

2846 (    ) D 50H (    )

2846 (    ) D 70H (    )

2846 (    ) D 35S E

2846 (    ) D 50S (    )

2846 (    ) D 70S (    )

2846 (    ) D 75I E

2846 (    ) F 26F (    )

2846 (    ) F 32F (    )

    Bollard 2846 Series
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2846 BRN M D 70S E

Dims: H 37 1/2” W 11 3/4” dia.

Anchor Base Diagram

12 3/8” dia.

Bolt Circle

11 1/2” sq.

9” dia. Bolt Circle

Four 1/2” Dia. x 15 1/2” long 
zinc plated steel anchor bolts

Two hex nuts,  two 
washers per anchor bolt
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bollard

Bollard 6337 Series

COMPONENT DATA

Cast aluminum cap. Assembly is removable for 
relamping.

Cast aluminum louvers.

Clear gass lens.

Porcelain 4kv socket.

Ballast compartment with removable door.

Cast aluminum fourteen flute bottom base with 
internal ground lug.

Removable cast aluminum door.

Mounting base with (4) 1/2” dia. x 15 1/2” long 
anchor rods with a 7” dia. bolt circle. 

ETL and cETL listed. ISO 9001: 2008.

B

A

D

C

F

E

H

G

B

A

D

C

F

E

H

G

model no. shown:  6337 WBZ G D 100H H
dimensions:  H:  38 3/8”  W:  13 1/8” dia.

photographed:
6337 WBZ G D 100H H
finish:
Weathered Bronze (WBZ)
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ORDERING/SPECIFICATIONS

Model Finish
Lens
(G)	Clear Glass

Socket
(D) Med.
(F) Fluorescent Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

6337 G D 50H (    )

6337 G D 70H (    )

6337 G D 100H (    )

6337 G D 35S E

6337 G D 50S (    )

6337 G D 70S (    )

6337 G D 100S (    )

6337 G D 100I E

6337 G F 13F (    )

6337 G F 18F (    )

6337 G F 26F (    )

6337 G F 32F (    )

    Bollard 6337 Series
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6337 BLK G D 70S E

Dims: H 38 3/8” W 13 1/8” dia.

Anchor Base Diagram

7” dia.

Bolt Circle

Four 1/2” Dia. x 15 1/2” long 
zinc plated steel anchor bolts

Two hex nuts,  two 
washers per anchor bolt

13” dia.

5” dia.
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bollard

Bollard 6338, 6346 Series

COMPONENT DATA

Cast aluminum cap. Assembly is removable for 
relamping.

Cast aluminum louvers.

Clear glass lens.

Porcelain 4kv socket.

Ballast compartment.

6” dia. x 1/8” thick extruded aluminum tubing.

Mounting base with (3) 1/4-20 x 8” long anchor rods 
with 2 1/2” dia. bolt circle. 

ETL and cETL listed. ISO 9001: 2008.

B

A

D

C

F

E

G

B

A

D

C

F

E

G

model no. shown:  6346 BLK G F 32F E
dimensions:  H:  32”  W:  4” dia.

photographed:
6346 BLK G F 32F E
finish:
Black (BLK)
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ORDERING/SPECIFICATIONS

Model Finish
Lens
(G)	Clear Glass

Socket
(D) Med.
(F) Fluorescent Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

6338 G D 100I E

6338 G F 13F (    )

6338 G F 18F (    )

6338 G F 26F (    )

6338 G F 32F (    )

    Bollard 6338 Series
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6338 ARD G D 100I E

Dims: H 31 1/4” W 4” dia.

6346 ABS G F 26F E

Dims: H 32” W 4” dia.

Model Finish
Lens
(G)	Clear Glass

Socket
(D) Med.
(F) Fluorescent Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

6346 G D 100I E

6346 G F 13F (    )

6346 G F 18F (    )

6346 G F 26F (    )

6346 G F 32F (    )

    Bollard 6346 Series
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Anchor Base Diagram

7/8” dia.

Center Hole 

2 1/2” dia.

Bolt Circle

Three 1/4-20” zinc plated 
steel anchor rods 120° apart

Two hex nuts,  one washer 
per anchor bolt

4” dia.
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bollard

Bollard 6382, 6384 Series

COMPONENT DATA

Cast aluminum cap.

Opal polycarbonate lens.

Porcelain 4kv socket.

Cast aluminum bottom fitter is removable for 
relamping.

4” dia. x 1/8” thick extruded aluminum tubing.

Ballast compartment.

Mounting base with (3) 1/4-20 x 8” long anchor rods 
with 2 1/2” dia. bolt circle. 

ETL and cETL listed. ISO 9001: 2008.

B

A

D

C

F

E

G

B

A

D

C

F

E

G

model no. shown:  6382 VGN M F 26F E
dimensions:  H:  32 5/8”  W:  4” dia.

photographed:
6382 VGN M F 26F E
finish:
Verde (VGN)
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ORDERING/SPECIFICATIONS

Model Finish
Lens
(M)	Opal Polycarbonate

Socket
(D) Med.
(F) Fluorescent Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

6382 M D 40I E

6382 M F 13F (    )

6382 M F 18F (    )

6382 M F 26F (    )

6382 M F 32F (    )

    Bollard 6382 Series
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6382 VGN M F 26F E

Dims: H 32 5/8” W 4” dia.

6384 WHT M D 40I E

Dims: H 34 1/4” W 4” dia.

Model Finish
Lens
(M)	Opal Polycarbonate

Socket
(D) Med.
(F) Fluorescent Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

6384 M D 40I E

6384 M F 13F (    )

6384 M F 18F (    )

6384 M F 26F (    )

6384 M F 32F (    )

    Bollard 6384 Series

A
LL

 F
IN

IS
HE

S
 

A
VA

IL
A

BLE


 (
se

e 
pa

ge
 5

)

Anchor Base Diagram

7/8” dia.

Center Hole 

2 1/2” dia.

Bolt Circle

Three 1/4-20” zinc plated 
steel anchor rods 120° apart

Two hex nuts,  one washer 
per anchor bolt

4” dia.
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bollard

Bollard 6385 Series

COMPONENT DATA

B

A

D

C

F

E

G

model no. shown:  6385 VGN F 42F H
dimensions:  H:  35 1/4”  W:  4 1/2” sq.

photographed:
6385 VGN F 42F H
finish:
Verde (VGN)

Cast aluminum cap.

Opal polycarbonate lens.

Socket/lamp area.

Cast aluminum bottom fitter is removable for 
relamping.

4 1/2” sq. x 1/8” thick extruded aluminum tubing.

Ballast compartment.

Mounting base with (3) 1/4-20 x 8” long anchor rods 
with 2 1/2” dia. bolt circle. 

ETL and cETL listed. ISO 9001: 2008.

B

A

D

C

F

E

G
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ORDERING/SPECIFICATIONS

Model Finish

Lens
(A) Clear Acrylic
(B) Opal Acrylic
(C) Clear Seeded Acrylic
(D)	Bronzetone Acrylic
(E)	 Clear Textured Acrylic
(M)	Opal Polycarbonate
(P)	 Clear Polycarbonate
(Q)	Prismatic Polycarbonate

Socket
(D) Med.
(F) Fluorescent Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

6385 (    ) D 50H (    )

6385 (    ) D 35S E

6385 (    ) D 50S (    )

6385 (    ) D 40I E

6385 (    ) F 26F (    )

6385 (    ) F 32F (    )

6385 (    ) F 42F (    )

    Bollard 6385 Series
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6385 VGN B F 26F E

Dims: H 35 1/4” W 4 1/2” sq.

Anchor Base Diagram

Three 1/4-20” zinc plated 
steel anchor rods 120° apart

Two hex nuts,  one washer 
per anchor bolt

7/8” dia.

Center Hole 

2 1/2” dia.

Bolt Circle

4 1/2” sq.
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bollard

Bollard 8646 Series

COMPONENT DATA

Cast aluminum loop and cap.

Cast aluminum roof and four cage legs.

Clear polycarbonate U.V. stabilized lens.

Porcelain 4kv socket.

Cast aluminum cage bottom ring.

To relamp, remove (two) 8-32 brass thumbscrews 
and lift lantern.

Lantern bottom fitter secured to top of base with 
internal heavy duty mounting bar.

Cast aluminum fluted top base with access door. Top 
base is secured to bottom base with adapter plate 
and (two) 3/8-16 bolts and locknuts.

Adapter plate welded to bottom base from inside 
bottom base.

Cast aluminum round bottom base with access door 
and internal grounding lug.

Ballast compartment with removable cast aluminum 
door.

Mounting base with (4) 1/2” dia. x 15 1/2” long 
anchor rods with a 7” dia. bolt circle. 

ETL and cETL listed. ISO 9001: 2008.

B

A

D

C

F

E

H

G

I

B

A

D

C

F
E

H

G

I

model no. shown:  8646 ABS P D 50H H
dimensions:  H:  41 3/8”  W:  13 1/8” dia.

J

J

photographed:
8646 ABS P D 50H H
finish:
Antique Brass (ABS)

K

L

K

L
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ORDERING/SPECIFICATIONS

Model Finish
Lens
(P)	 Clear Polycarbonate

Socket
(D) Med.
(F) Fluorescent Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

8646 P D 50H (    )

8646 P D 70H (    )

8646 P D 35S E

8646 P D 50S (    )

8646 P D 70S (    )

8646 P D 60I E

8646 P F 26F (    )

8646 P D 32F (    )

    Bollard 8646 Series
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8646 VTC P D 50S E

Dims: H 41 3/8” W 13 1/8” dia.

Anchor Base Diagram

7” dia.

Bolt Circle

13” dia.

5”

Two hex nuts,  two 
washers per anchor bolt

Four 1/2” Dia. x 15 1/2” long 
zinc plated steel anchor bolts
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bollard

Bollard 9046 Series

COMPONENT DATA

B

A

D

C

FE

H

G

I

model no. shown:  9046 VGN G D 70H E
dimensions:  H:  63 1/4”  W:  20 3/8” dia.

J

photographed:
9046 VGN G D 70H E
finish:
Verde (VGN)

Cast aluminum loop and cap.

Cast aluminum roof and cage legs.

Clear glass lens.

Porcelain 4kv socket.

Cast aluminum cage bottom ring.

To relamp, remove (two) 8-32 brass thumbscrews 
and lift lantern.

Lantern bottom fitter secured to top of base with 
internal heavy duty mounting bar.

Cast aluminum fluted top base with access door. Top 
base is secured to bottom base with adapter plate 
and (two) 3/8-16 bolts and locknuts.

Adapter plate welded to bottom base from inside 
bottom base.

Cast aluminum round bottom base with access door 
and internal grounding lug.

Ballast compartment.

Mounting base with (4) 3/4” dia. x 20” long anchor 
rods with a 14” dia. bolt circle.

2 piece cast aluminum wrap around base cover. 

ETL and cETL listed. ISO 9001: 2008.

B

A

D

C

F

E

H

G

I

J

K

L

M

K

L
M
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ORDERING/SPECIFICATIONS

Model Finish
Lens
(G)	Clear Glass

Socket
(D) Med.
(F) Fluorescent Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

9046 G D 50H (    )

9046 G D 70H (    )

9046 G D 100H (    )

9046 G D 35S E

9046 G D 50S (    )

9046 G D 70S (    )

9046 G D 100S (    )

9046 G D 100I E

9046 G F 26F (    )

9046 G F 32F (    )

9046 G F 42F (    )

    Bollard 9046 Series
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9046 VCP G D 100H F

Dims: H 63 1/4” W 20 3/8” dia.

Anchor Base Diagram

14” dia.

Bolt Circle

Two hex nuts,  two 
washers per anchor bolt

Four 3/4” Dia. x 20” long zinc 
plated steel anchor bolts
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Bollard 14246 Series

COMPONENT DATA

B

A

D

C

F

E

H

G

model no. shown:  14246 BRN B D 70H G
dimensions:  H:  44 1/2”  W:  17 1/2” dia.

photographed:
14246 BRN B D 70H G
finish:
Brown (BRN)

Cast aluminum finial.

Cast aluminum fixture head assembly.

Opal acrylic lens.

Socket/lamp area accessed from top.

Cast aluminum eight sided bottom base.

Removable cast aluminum door.

Ballast compartment.

Decorative 2 piece octagon base cover.

Mounting base with (4) 1/2” dia. x 15 1/2” long 
anchor rods with 9” dia bolt circle inside base or 12 
3/8” dia. bolt circle externally. 

ETL and cETL listed. ISO 9001: 2008.

B

A

D

C

F

E

H

G

I

I
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ORDERING/SPECIFICATIONS

Model Finish

Lens
(A) Clear Acrylic
(B) Opal Acrylic
(C) Clear Seeded Acrylic
(D)	Bronzetone Acrylic
(E)	 Clear Textured Acrylic
(M)	Opal Polycarbonate
(P)	 Clear Polycarbonate
(Q)	Prismatic Polycarbonate

Socket
(D) Med.
(F) Fluorescent Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

14246 (    ) D 50H (    )

14246 (    ) D 70H (    )

14246 (    ) D 35S E

14246 (    ) D 50S (    )

14246 (    ) D 70S (    )

14246 (    ) D 75I E

14246 (    ) F 26F (    )

14246 (    ) F 32F (    )

    Bollard 14246 Series
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14246 BRN B D 70H F

Dims: H 44 1/2” W 17 1/2” dia.

Anchor Base Diagram

12 3/8” dia.

Bolt Circle

9” dia. Bolt Circle

Two hex nuts,  two 
washers per anchor bolt

Four 1/2” Dia. x 15 1/2” long 
zinc plated steel anchor bolts

11 1/2” sq.
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Bollard 28285, 28485 Series

COMPONENT DATA

Cast aluminum cap is removable for relamping.

Cast aluminum decorative cage.

Honey opalescent glass panels.

Four 8-32 stainless steel screws hold top to bottom 
base assembly.

Porcelain 4kv socket.

Ballast compartment.

9” square x 1/8” thick extruded aluminum tube.

Mounting base with (3) 3/8-16 x 10” long anchor 
rods with a 3 1/2” dia. bolt circle. 

ETL and cETL listed. ISO 9001: 2008.

B

A

D

C

F

E

H

G

B

A

D

C

F

E

H

G

model no. shown:  28485 WBZ H D 50H E
dimensions:  H:  33 3/8”  W:  6” sq.

photographed:
28485 WBZ H D 50H E
finish:
Weathered Bronze (WBZ)
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ORDERING/SPECIFICATIONS

Model Finish

Lens
(A) Clear Acrylic
(B) Opal Acrylic
(C) Clear Seeded Acrylic
(D)	Bronzetone Acrylic
(F)	 Frosted Glass
(H)	Opalescent Honey Glass
(K)	 Clear Seeded Glass
(L)	 Opal Iridescent Glass
(M)	Opal Polycarbonate

Socket
(D) Med. Wattage / Source

Voltage
(E) 120V

28285 (    ) D 40I
E

    Bollard 28285 Series

ALL FINISHES 
AVAILABLE 
(see page 5)

28285 GRA M D 40I E

Dims: H 30 5/8” W 4 1/2” sq.

28485 IRN D 60I E

Dims: H 33 3/8” W 6” sq.

Model Finish

Lens
(A) Clear Acrylic
(B) Opal Acrylic
(C) Clear Seeded Acrylic
(D)	Bronzetone Acrylic
(F)	 Frosted Glass
(H)	Opalescent Honey Glass
(K)	 Clear Seeded Glass
(L)	 Opal Iridescent Glass
(M)	Opal Polycarbonate
(P) Clear Polycarbonate

Socket
(D) Med.
(F) Fluorescent Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

28485 (    ) D 50H (    )

28485 (    ) D 70H (    )

28485 (    ) D 35S E

28485 (    ) D 50S (    )

28485 (    ) D 70S (    )

28485 (    ) D 60I E

28485 (    ) F 26F (    )

28485 (    ) F 32F (    )

28485 (    ) F 42F (    )

    Bollard 28485 Series

A
LL

 F
IN

IS
HE

S
 A

VA
IL

A
BLE

 
(s

ee
 p

ag
e 

5)

Anchor Base Diagram - 28285

2 1/2” dia.

Bolt Circle

Anchor Base Diagram - 28485

3 1/2” dia. Bolt Circle

6” sq. Cast Aluminum Anchor Base

Three 1/4-20” zinc 
plated steel anchor 
rods 120° apart

Two hex nuts,  
one washer per 
anchor bolt4” sq.
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•	Continue to expand our environmental  

	 corporate efforts in order to create a  

	 more sustainable future.

•	Further our research  and development  

	 activities to produce the most   

	 innovative products available.

•	Sustain our business in America by  

	 supporting  American investments,  

	 along with workers and their families.

 

Made In America
Together, we can support your business and help build a 
stronger American economy.  Philips Hanover Lantern is 
positioned to: 

The Total Philips System
By leveraging the global strength of Philips, we believe Philips Hanover 
Lantern can offer the most vertically integrated product from 
conception to final assembly including LEDs, platform designs, electronic 
drivers, lamps, and controls.

It is with this One-Philips philosophy that we can ensure our customers 
will receive the world class products and quality expected, and that 
these products will outlive those of our competitors.

And, we know you will not find another global company such as Philips 
with over a century of experience in producing quality lighting products  
to give you confidence in our designs.





Philips Hanover Lantern
100 Craftway Drive
Littlestown, PA 17340
Phone: 	 800-233-7196
Fax: 	 800-632-4795

www.hanoverlantern.com

PL-1094-1107-5K

Printed in U.S. A.

©2004-2011 Koninklijke Philips Electronics N.V.  All rights reserved. 

Certain products illustrated in this catalog may be protected by applicable patents and patent pending. Philips Hanover Lantern 
will aggressively defend all of its intellectual property.  We reserve the right to change details of design, materials and finishes in 
any way that will not alter installed appearance or reduce function and performance.


