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PENDANT

WATERBURY - 3318, 3319 Series

COMPONENT DATA

249PL bracket arm, 2” dia. aluminum tubing.

Cast aluminum 2” fitter welded to arm.

Splicing area.

Three 1/4-20 stainless steel set screws for securing 
lantern to arm assembly.

Spun aluminum shade. Painted white inside.

Porcelain 4kv medium base socket inverted.

Cast aluminum globe retaining ring, painted white and 
secured with four 8-32 stainless steel screws.

Type V Alzak reflector supplied inside shade.

Clear polycarbonate contoured globe, attached to 
ring with four 8-32 stainless steel screws.

Cast aluminum post fitter assembly welded to arm. 
Six 5/16-18 stainless steel set screws for securing fitter 
assembly to post top.

Cast aluminum post fitter slips over 4” dia. post or 
tenon.

Loop, 3 chain links, and cast aluminum ballast coupler 
holds ballast.

Post line ballast. Customer must specify wattage-
voltage (order with arm).

ETL and cETL listed. ISO 9001: 2008.
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G

I

model no. shown: 3319 ARD P D 100H H P N
dimensions:  H:  25”  W:  21 5/8” 
E.P.A.:  1.63
max. weight:  12 lbs.

J

J

photographed:
3319 XXX P D 100H H P N
finish:
Shadow Burgundy (Custom)
mount:
249PL Bracket

K

K

L

M

L

M
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ORDERING/SPECIFICATIONS

Model Finish
Lens
(P)	 Clear Polycarbonate (3318, 3319)

Socket
(D) Med.

Wattage /  
Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

Optic
(P) Type V Reflector (3319)
(N) None (3318)

Photoeye
(N) None

3318, 3319 P D *50H E (    ) N

3319 P D *70H (    ) P N

3319 P D *100H (    ) P N

3318, 3319 P D *35S E (    ) N

3318, 3319 P D *50S (    ) (    ) N

3318, 3319 P D *70S (    ) (    ) N

3319 P D *100S (    ) P N

3319 P D *150S (    ) P N

3318 P D *60I E N N

3319 P D *150I E P N

    Waterbury 3318, 3319 Series
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*Note: Ballast not included, order ballast with arm.

3318 SGN P D 35S E N N

Dims: H 12 1/4” W 20 1/2”

EPA: 0.77

Fitter Dia.: 2”

3319 SRT P D 100H G P N

Dims: H 25” W 21 5/8”

EPA: 1.63

Fitter Dia.: 2”

Bracket Arms

247PL Post Top 249SPL Post Top 253IB Wall Bracket

Dims: H 50” W 18” R

2” I.D. fitter at fixture

4” I.D. fitter at post

Dims: H 50” W 12” R

2” I.D. fitter at fixture

4” I.D. fitter at post

Dims: H 27 1/2” W 9” R

2” I.D. fitter at fixture

Backplate H 12 3/8” x W 4 3/4”

249PL Post Top

Dims: H 50” W 12” R

2” I.D. fitter at fixture

4” I.D. fitter at post

(see pg. 24-25 to order)
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PENDANT

SENECA - 3321 Series

COMPONENT DATA

Cast aluminum post top cap.

Fluted aluminum tubing.

Cast aluminum center hub.

Cast aluminum scrolls.

Extruded aluminum bracket arm.

Cast aluminum splicing cup.

Spun aluminum shade, inside painted white.

Porcelain medium base 4kv socket inverted.

Opal acrylic globe attaches to holding ring with 8-32 
stainless steel screws.

Cast aluminum fluted post fitter for 4” O.D. fluted 
posts. Secures with six 5/16-18 stainless steel set 
screws.

Loop, 3 chain links, and cast aluminum ballast coupler 
holds ballast.

Post line ballast. Customer must specify wattage-
voltage (order with arm). Optional remote ballast in 
post base available, must specify on order.

ETL and cETL listed. ISO 9001: 2008.

B

A

D

C

F

E

H

G

I

B

A

DC

F

E

H
G

I

model no. shown: 3321 FGN B D 70S E N N
dimensions:  H:  19 3/4”  W:  24” 
E.P.A.:  1.62
max. weight:  12 lbs.

J

J

photographed:
3321 FGN B D 70S E N N
finish:
Forest Green (FGN)
mount:
261S-4FL Post Top Bracket

K

L

K

L
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ORDERING/SPECIFICATIONS

Model Finish
Lens
(B)	 Opal Acrylic

Socket
(D) Med.

Wattage /  
Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

Optic
(N) None

Photoeye
(N) None

3321 B D *50H E N N

3321 B D *35S E N N

3321 B D *50S (    ) N N

3321 B D *70S (    ) N N

3321 B D *60I E N N

    Seneca 3321 Series
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*Note: Ballast not included, order ballast with arm.

3321 BRN B D 50S H N N

Dims: H 19 3/4” W 24”

EPA: 1.43

Fitter Dia.: 2”

Bracket Arms

261S Single
262S Two Light
264S Four Light
266S Three Light

261S-4 Single
262S-4 Two Light
264S-4 Four Light
266S-4 Three Light

261S-4FL Single
262S-4FL Two Light
264S-4FL Four Light
266S-4FL Three Light

19”

18 1/2” 18 1/2”
3” O.D. Post

4” O.D. Post 4” O.D. Fluted Post

Post Top Bracket Mounting Configurations

Single Two Light Four Light Three Light

21 7/8”

21 7/8”

2” I.D.

2” I.D.

236IB

236SIB

Wall Plate H 12 3/8” W 4 3/4”

9” spacing on center for mounting holes

(see pg. 24-25 to order)

12 3/8”

12 3/8”
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PENDANT

REGENCY - 10202 Series

COMPONENT DATA

Cast aluminum post top cap.

Cast aluminum center hub.

Extruded aluminum bracket arm.

Cast aluminum splice cap.

Splicing area.

Cast aluminum ballast housing.

Spun aluminum shade.

Porcelain medium base 4kv socket inverted.

Clear flat tempered glass lens.

Cast aluminum hinged lens frame.

Post fitter for 4” O.D. post. Secures with six 5/16-18 
stainless steel set screws.

ETL and cETL listed. ISO 9001: 2008.

B

A

D

C

F

E
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I
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E
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I

model no. shown: 10202 VBZ GF D 150H H S N
dimensions:  H: 22 1/8”    W:  22”  
E.P.A.:  1.0
max. weight:   25 lbs.

J

J

K

K

photographed:
10202 VBZ GF D 150H H S N
finish:
Verde Bronze (VBZ)
mount:
263 Single Post Top Bracket
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ORDERING/SPECIFICATIONS

Model Finish

Lens
(GF) Clear Flat Tempered Glass
(KL) Ribbed Acrylic Tear Drop
(KS) Acrylic Sag
(TS) Polycarbonate Sag 

Socket
(D) Med.
(G) Mog.
(L) LED
(R) Induction Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

Optic
(R) Full Cutoff Optic, Type II
(S) Full Cutoff Optic, Type III
(T) Full Cutoff Optic, Type V

Photoeye
(N) None

10202 (    ) D 50H (    ) (    ) N

10202 (    ) (D, G) 70H (    ) (    ) N

10202 (    ) (D, G) 100H (    ) (    ) N

10202 (    ) (D, G) 150H (    ) (    ) N

10202 (    ) G 250H (    ) (    ) N

10202 (    ) D 35S E (    ) N

10202 (    ) (D, G) 50S E (    ) N

10202 (    ) (D, G) 70S (    ) (    ) N

10202 (    ) (D, G) 100S (    ) (    ) N

10202 (    ) (D, G) 150S (    ) (    ) N

10202 (    ) G 250S (    ) (    ) N

10202 (    ) D 200I E (    ) N

10202 (    ) R 55R (    ) Consult Factory N

10202 (    ) R 85R (    ) Consult Factory N

10202 (    ) R 165R (    ) Consult Factory N

10202 (    ) L LED (    ) Consult Factory N

    Regency 10202 Series 
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10202 VBZ GF L LED H T N

Dims: H 22 1/8” W 22”

EPA: 1.0

Weight: 25 lbs.

Bracket Arms

263
H: 33 7/8” 	 W: 55”

EPA: 1.3

4” Post Fitter

263DB
H: 33 7/8” 	 W: 93 1/8”

EPA: 2.0

4” Post Fitter

269
H: 19 1/8” 	 W: 55”

EPA: 1.2

4” Post Fitter

269DB
H: 19 1/8” 	 W: 93 1/8”

EPA: 1.8

4” Post Fitter

(see pg. 24-25 to order)
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PENDANT

REGENCY - 10502 Series

COMPONENT DATA

model no. shown: 10502 BRZ GF L LED E  T N
dimensions:  H: 22 1/8”   W:  22” 
E.P.A.:  1.2
max. weight:   25 lbs.

Cast aluminum post top cap.

Cast aluminum center hub.

Extruded aluminum bracket arm.

Cast aluminum splice cap.

Splicing area.

Cast aluminum ballast housing.

Spun aluminum shade.

Porcelain medium base 4kv socket inverted.

Clear flat tempered glass lens.

Cast aluminum hinged lens frame.

Post fitter for 4” O.D. post. Secures with six 5/16-18 
stainless steel set screws.

ETL and cETL listed. ISO 9001: 2008.

B

A

D

C

F

E

H

G

I

J

K

B
A

D

C

F

E

HG

IJ

K

photographed:
10502 BRZ GF L LED E T N
finish:
Bronze (BRZ)
mount:
263 Single Post Top Bracket
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ORDERING/SPECIFICATIONS

Model Finish

Lens
(GF) Clear Flat Tempered Glass
(KL) Ribbed Acrylic Tear Drop
(KS) Acrylic Sag
(TS) Polycarbonate Sag 

Socket
(D) Med.
(G) Mog.
(L) LED
(R) Induction Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

Optic
(R) Full Cutoff Optic, Type II
(S) Full Cutoff Optic, Type III
(T) Full Cutoff Optic, Type V

Photoeye
(N) None

10502 (    ) D 50H (    ) (    ) N

10502 (    ) (D, G) 70H (    ) (    ) N

10502 (    ) (D, G) 100H (    ) (    ) N

10502 (    ) (D, G) 150H (    ) (    ) N

10502 (    ) G 250H (    ) (    ) N

10502 (    ) D 35S E (    ) N

10502 (    ) (D, G) 50S E (    ) N

10502 (    ) (D, G) 70S (    ) (    ) N

10502 (    ) (D, G) 100S (    ) (    ) N

10502 (    ) (D, G) 150S (    ) (    ) N

10502 (    ) G 250S (    ) (    ) N

10502 (    ) D 200I E (    ) N

10502 (    ) R 55R (    ) Consult Factory N

10502 (    ) R 85R (    ) Consult Factory N

10502 (    ) R 165R (    ) Consult Factory N

10502 (    ) L LED (    ) Consult Factory N

    Regency 10502 Series
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10502 BRZ GF L LED H T N

Dims: H 22 1/8” W 22”

EPA: 1.2

Weight: 25 lbs.

Bracket Arms

263
H: 33 7/8” 	 W: 55”

EPA: 1.3

4” Post Fitter

263DB
H: 33 7/8” 	 W: 93 1/8”

EPA: 2.0

4” Post Fitter

269
H: 19 1/8” 	 W: 55”

EPA: 1.2

4” Post Fitter

269DB
H: 19 1/8” 	 W: 93 1/8”

EPA: 1.8

4” Post Fitter

(see pg. 24-25 to order)
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PENDANT

REGENCY - 10802 Series

COMPONENT DATA

model no. shown: 10802 BRN GF D 150S G T N
dimensions:  H: 22 1/8”   W:  22” 
E.P.A.:  1.2
max. weight:   28 lbs.

Cast aluminum post top cap.

Cast aluminum center hub.

Extruded aluminum bracket arm.

Cast aluminum splice cap.

Splicing area.

Cast aluminum ballast housing.

Spun aluminum shade.

Porcelain medium base 4kv socket inverted.

Clear flat tempered glass lens.

Cast aluminum hinged lens frame.

Post fitter for 4” O.D. post. Secures with six 5/16-18 
stainless steel set screws.

ETL and cETL listed. ISO 9001: 2008.

B
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D
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K

photographed:
10802 BRN GF D 150S G T N
finish:
Brown (BRN)
mount:
263 Single Post Top Bracket
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ORDERING/SPECIFICATIONS

Model Finish

Lens
(GF) Clear Flat Tempered Glass
(KL) Ribbed Acrylic Tear Drop
(KS) Acrylic Sag
(TS) Polycarbonate Sag 

Socket
(D) Med.
(G) Mog.
(L) LED
(R) Induction Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

Optic
(R) Full Cutoff Optic, Type II
(S) Full Cutoff Optic, Type III
(T) Full Cutoff Optic, Type V

Photoeye
(N) None

10802 (    ) D 50H (    ) (    ) N

10802 (    ) (G, D) 70H (    ) (    ) N

10802 (    ) (G, D) 100H (    ) (    ) N

10802 (    ) (G, D) 150H (    ) (    ) N

10802 (    ) G 250H (    ) (    ) N

10802 (    ) D 35S E (    ) N

10802 (    ) (G, D) 50S E (    ) N

10802 (    ) (G, D) 70S (    ) (    ) N

10802 (    ) (G, D) 100S (    ) (    ) N

10802 (    ) (G, D) 150S (    ) (    ) N

10802 (    ) G 250S (    ) (    ) N

10802 (    ) D 200I E (    ) N

10802 (    ) R 55R (    ) Consult Factory N

10802 (    ) R 85R (    ) Consult Factory N

10802 (    ) R 165R (    ) Consult Factory N

10802 (    ) L LED (    ) Consult Factory N

    Regency 10802 Series
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10802 BRN GF D 150S G T N

Dims: H 22 1/8” W 22”

EPA: 1.2

Weight: 28 lbs.

Bracket Arms

263
H: 33 7/8” 	 W: 55”

EPA: 1.3

4” Post Fitter

263DB
H: 33 7/8” 	 W: 93 1/8”

EPA: 2.0

4” Post Fitter

269
H: 19 1/8” 	 W: 55”

EPA: 1.2

4” Post Fitter

269DB
H: 19 1/8” 	 W: 93 1/8”

EPA: 1.8

4” Post Fitter

(see pg. 24-25 to order)
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PENDANT

Bracket Arms

Model Finish Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

236 50H (E,H)

236 70H (    )

236 35S E

236 50S (    )

236 70S (    )

236 100S (    )

236 100I E

236S 50H (E,H)

236S 70H (    )

236S 35S E

236S 50S (    )

236S 70S (    )

236S 100S (    )

236S 100I E

246 † N/A N/A

248S † N/A N/A

250 † N/A N/A

250S † N/A N/A

    Bracket Arms
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236
H: 12 1/2” 	 W: 4 3/4”

Proj: 22 3/4”	 TTO: 6 1/4”

246
H: 50 1/2” 	 W: 4” Post Fitter

Proj: 40 1/4”

248S
H: 50 1/2” 	 W: 4” Post Fitter

Proj: 28 1/4”

250
H: 39 3/4” 	 W: 3” Post Fitter

Proj: 27 1/4”

250S
H: 39 1/4” 	 W: 3” Post Fitter

Proj: 27 1/4”

Used with the following fixtures:
3310, 3312, 3314, 3316, 3318, 3320
3311, 3313, 3315, 3317, 3319, 3321

† Used with the following fixtures:
2250, 2260, 2280, 2290

Model Finish

261S

262S

264S

266S

261S-4

262S-4

264S-4

266S-4

261S-4FL

262S-4FL

264S-4FL

266S-4FL

    Bracket Arms
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236S
H: 12 1/2” 	 W: 4 3/4”

Proj: 23 3/4”	 TTO: 6 1/4”

261S Single
262S Two Light
264S Four Light
266S Three Light

261S-4 Single
262S-4 Two Light
264S-4 Four Light
266S-4 Three Light

261S-4FL Single
262S-4FL Two Light
264S-4FL Four Light
266S-4FL Three Light

22 3/4”

6 1/4”

23 3/4”

6 1/4”

50 1/2”

40 1/4”

50 1/2”

28 1/4”

39 3/4”

27 1/4”

39 3/4”

27 1/4”

4 3/4”

3” dia.

4” dia. 4” dia. round flute

12 1/2”

4 3/4”

12 1/2”
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Bracket Arms

Model Finish

Photoeye
(R) Twist-Lock
(N) None

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

263 (    ) (    )

263DB (    ) (    )

269 (    ) (    )

269DB (    ) (    )

    Regency Bracket Arms

A
LL

 F
IN

IS
H

ES
 

A
VA

IL
A

BL
E

 (
se

e 
pa

ge
 5

)

263
H: 33 7/8” 	 W: 55”
4” Post Fitter
EPA: 1.3

263DB
H: 33 7/8” 	 W: 93 1/8”
4” Post Fitter
EPA: 2.0

269
H: 19 1/8” 	 W: 55”
4” Post Fitter
EPA: 1.2

269DB
H: 19 1/8” 	 W: 93 1/8”
4” Post Fitter
EPA: 1.8

Used with the following fixtures:
10202, 10502, 10802

Model Finish Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

247PL 50H E

247PL 35S E

247PL 50S E

247PL 70S (    )

247PL 100S (    )

247PL 150S E

247 150I E

249PL 50H E

249PL 35S E

249PL 50S E

249PL 70S (    )

249PL 100S (    )

249PL 150S E

249 150I E

249SPL 50H E

249SPL 35S E

249SPL 50S E

249SPL 70S (    )

249SPL 100S (    )

249SPL 150S E

249SPL 60I E

249S 150I E

253IB 50H E

253IB 70H (    )

253IB 35S E

253IB 50S E

253IB 70S (    )

253 60I E

254PL 50H E

254PL 35S E

254PL 50S E

254PL 70S (    )

254 60I E

254PL 50H E

254PL 35S E

254PL 50S E

254PL 70S (    )

254IB 50H E

254IB 35S E

254IB 50S E

254IB 70S (    )

    Bracket Arms
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Used with the following fixtures:
3310, 3312, 3314, 3316, 3318, 3320 
3311, 3313, 3315, 3317, 3319, 3321

247PL

249SPL 253IB

Dims: H 50” W 18” R

2” I.D. fitter at fixture

4” I.D. fitter at post

Dims: H 50” W 12” R

2” I.D. fitter at fixture

4” I.D. fitter at post

Dims: H 27 1/2” W 9” R

2” I.D. fitter at fixture

Backplate H 12 3/8” x W 4 3/4”

249PL
Dims: H 50” W 12” R

2” I.D. fitter at fixture

4” I.D. fitter at post

254IB

254PL

Dims: H 31” W 8” R

2” I.D. fitter at fixture

Backplate: H 8” W 4 1/2”

Dims: H 31” W 8” R

2” I.D. fitter at fixture

3” I.D. fitter at pole

55”

33 7/8”

4”

93 1/8”

33 7/8”

4”

19 1/8”

4”

55”

4”

19 1/8”

93 1/8”

36”

50” 50”

24” 16”

31”

24”

50”

24”

27 1/2”

16”

31”
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PENDANT

RLM Mounting Bracket Arms & Shades

COMPONENT DATA

model no. shown:  37 481 FGN N
dimensions:  H: 16 ”   W:  20” 
max. weight:     18 lbs.

Cast aluminum wallplate.

1/2” sch. 40 shaped aluminum pipe threaded both 
ends.

Aluminum hex nut with “O” ring and locking screw.

Inverted porcelain medium base socket, (lamp not 
supplied).

Heavy gauge spun aluminum shades underside 
painted white.

ETL and cETL listed. ISO 9001: 2008.

Outlet box not supplied.

B

A

D

C

E

photographed: 
37 292 FGN N
finish:
Forest Green (FGN)
mount:
Wall Mounted

B

A
D

C

E

F

F

Outdoor
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photographed: 
40 261 XXX N
finish:
Red (custom)
mount:
Ceiling mounted

COMPONENT DATA

model no. shown:  40 261 SRT N
dimensions:  H:  43 7/8”   W: 13 ” 
max. weight:  12 lbs.

Mounting bracket allows for easy fixture installation 
and wiring.

Slotted (anti-twist) hang straight, painted white.

5” dia. steel canopy, painted white, snap-on 
installation.

Painted aluminum hex nut with “O” ring and locking 
screw.

Inverted porcelain medium base socket, (lamp not 
supplied).

Heavy gauge spun aluminum shade painted white on 
underside.

ETL and cETL listed. ISO 9001: 2008.

Outlook box not supplied.
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PENDANT

34 35 36

37 38 40 41

Model Description

34 H 19” x W 19 7/8” 

35 H 6 3/4” x W 16 1/4”

36 H 11 3/4” x W 27 1/4”

37 H 7” x W 15 7/8”

38 H 12 3/8” x W 26 7/8”

40 H 12 3/4” x W 5”

41 H 6” (Max) x W 5”

    RLM Mounting Bracket Arms

RLM Bracket RLM Shade Finish

Wire Guard
(W) Wire Guard 
(241,441,641)
(N) None

34 (options pg. 29) (    )

35 (    )

36 (    )

37 (    )

38 (    )

40 (    )

41 (    )

    RLM Ordering Guide
A
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 F
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ee
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ag
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6 1/3”

19”

19 3/4”

3 1/2”

6 3/4”

16 1/4”

4”
6 3/4”

4 3/4” 4 3/4”

27 1/4”

12”

6 1/2”

4 3/4”

4”

16”

7”

27”

6 1/2”

12”

4 3/4”

12”

1 3/4”

5” dia.

2 1/4”

6’

5” dia.

6’ white SJT cord 
standard. Longer 
lengths available.

12” long standard. 
20”, 30”, 36” 
available.

Ordering Guide Example: 34 241 ARD W
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PENDANT

Model Description

241 H 7 1/4” x W 12” 

251 H 6” x W 13”

261 H 7 1/8” x W 13”

271 H 6 7/8” x W 11 1/2”

291 H 8” x W 8 1/8”

292 H 9 5/8” x W 8 1/8”

441 H 9 1/8” x W 15 3/4”

451 H 8” x W 18”

461 H 8 7/8” x W 17”

471 H 7 1/4” x W 16”

481 H 6” x W 16”

491 H 9 1/2” x W 9 7/8”

492 H 11 1/8” x W 9 7/8”

641 H 10 5/8” x W 20 1/2”

681 H 7” x W 19 5/8”

691 H 11 1/4” x W 12”

692 H 12 3/4” x W 12”

    RLM Spun Aluminum Shades

241 
100W max

251
150W max

261
150W max

271
100W max

481
150W max

291
100W max

292
100W max

441
150W max

451
200W max

461
200W max

471
150W max

681
200W max

491
100W max

492
100W max

641
200W max

W (241)

691
150W max

691
150W max

W (441)

W (641)

Model Description

W (241) 12” dia.  (241 shade only)

W (441) 16” dia. (441 shade only)

W (641) 20 1/2” dia. (641 shade only)

    RLM Wire Guards

7”

12” 15 3/4”

9”

20 1/2”

10 1/2”

6”

13”

7 3/4”

18”

12”

13”

7”

17”

8 3/4” 16”

11 1/2”

7” 7 1/4”

16”

20 1/2”

16” 19 5/8”

6” 7”

8 1/8”

8”

9 7/8”

9 1/2”

12”

11 1/4”

8 1/8”

9 5/8” 11”
12 3/4”

Ordering Guide Example: 34 241 ARD W

9 7/8”
12”
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notes

NOTES
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Gallery

The Total Philips System
By leveraging the global strength of Philips, we believe Philips 
Hanover Lantern can offer the most vertically integrated 
product from conception to final assembly including LEDs, 
platform designs, electronic drivers, lamps, and controls.

It is with this One-Philips philosophy that we can ensure  
our customers will receive the world class products and  
quality expected, and that these products will outlive those  
of our competitors.

And, we know you will not find another global company such 
as Philips with over a century of experience in producing quality 
lighting products to give you confidence in our designs.





Philips Hanover Lantern
100 Craftway Drive
Littlestown, PA 17340
Phone: 	 800-233-7196
Fax: 	 800-632-4795

www.hanoverlantern.com

PL-1093-1107-5K

Printed in U.S. A.

©2004-2011 Koninklijke Philips Electronics N.V.  All rights reserved. 

Certain products illustrated in this catalog may be protected by applicable patents and patent pending. Philips Hanover Lantern 
will aggressively defend all of its intellectual property.  We reserve the right to change details of design, materials and finishes in 
any way that will not alter installed appearance or reduce function and performance.




