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POLES

POST TENONS & LADDER RESTS

Model Finish Description

17-3 Small Ladder Rest

18-3 Large Ladder Rest

*20-4 4” Tenon, Slips 4” Post

*20-EXT 3” Tenon, Slips 4” Post

021 3” Tenon, Slips 4” Post

21-EXT 3” Tenon, Slips 4” Post

024 3” Tenon, Slips 4” Square Post

025 Sign

026 Mini Ladder Rest

028 Slip-over Ladder Rest, 3” Post

29-3 Ladder Rest, 3” Post

29-4 Ladder Rest, 4” Post

031 Clamp on Ladder Rest

032 Clamp on Ladder Rest

033 Clamp on Sign

  Post Tenons & Ladder Rests
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17-3 18-3

20-4
4” Fluted Pole

20-EXT
4” Fluted Pole

021
4” Dia. Pole

21-EXT
4” Dia. Pole

024
4” Sq. Pole

025
3” Dia. Pole

026
3” Dia. Pole

028

031

29-3 29-4

032

033

6 3/4” 10 1/8”

3” dia. 3” dia.

4” dia.
3” dia.

3” dia.

3” dia.

3” dia.

3” dia. 3” dia.

4” 6”

2 3/8”
6”

2”

20 3/4”

4”

3” dia.

3” dia.

20”
18 1/2” 19 1/2”

4” dia.

4” dia.

16 1/4”

3” dia.

3” dia.

23”

23”

*Tenon mates only with Hanover Lantern flutted post, round flute 
and flat flute.

6 3/4” 10 1/8”

16 1/2” 23 1/4”

4 1/4”
13 1/2”

4”

11”

6 1/8”

11 1/8”

7 3/4” 7 3/4” 7 3/4” 7 3/4”

6 1/8” 6 1/8” 10” 10”

10” 10”
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POLES

WRAP BASES

Model Finish

135-3

135-4

136-3

136-4

137-3

137-4

138-3

138-4

139-3

139-4

140-3

140-4

141

142-3

142-4

143-3

143-4

143-4F

    Wrap Bases
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135 136 137 138 139

140 141

142 143

19”
16”

8” dia. 10 5/8” dia. 15 1/8” dia.

30”

7 1/4” dia. 8” dia.

18 1/2”
18”

25 1/2”

10 1/2” dia. 17 1/4” dia.

7”

11 inside
across flats

11 7/8”

14 1/4”

12” dia.

19 7/8”

17” dia.

Note:	 -3 = fits 3” dia. pole
	 -4 = fits 4” dia. pole
	 -4F = fits 4” round fluted pole

Note: These cast aluminum two piece wrap 
around bases are available for 3” or 4” O.D. pole.
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SENECA BRACKETS

Model Finish

261S

262S

264S

266S

    Seneca Brackets
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261S Single
262S Two Light
264S Four Light
266S Three Light

261S-4 Single
262S-4 Two Light
264S-4 Four Light
266S-4 Three Light

261S-4FL Single
262S-4FL Two Light
264S-4FL Four Light
266S-4FL Three Light

19”

18 1/2” 18 1/2”
3” O.D. Post

4” O.D. Post 4” O.D. Fluted Post

Post Top Bracket Mounting Configurations

Single Two Light Four Light Three Light

POST TOP ARM BRACKETS

Model Finish

501

502

503

501S

502S

503S

510

    Post Top Bracket Arms
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502 Shown

502S Shown

501 502 503

Single Side 
Mount

2 at 180° 2 at 180° & 1 Top 
Center Mount

501S 502S 503S

Single Side 
Mount

2 at 180° 2 at 180° & 1 Top 
Center Mount

510

3” dia.

15”3” dia.

19 1/2”3” dia.

3” dia.

3” dia.
18 1/8”

4” dia.

30”
36 1/4”

2 3/4”4 3/4”
10”

42”

20 1/2”

39”

4 3/4”

10”
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POLES

STREET SIGNS

188

189

191

192

193

19 3/4”5 1/4”

17”

3”

3” O.D.

6 1/8”

3” O.D.
31 1/4”

10 1/2”

30”

26 1/8”6 1/8”
4” O.D.

4”

23”

6 1/8”
4” O.D.

32 1/4”

30”

7”

6 1/8”
4” O.D.

38 1/4”

36”

9”

188-3 Fits 3” O.D. post. Commercial grade vinyl lettering available both sides. 
(color - black, white or gold) 1 1/2” high letters shown.

188-4 Fits 4” O.D. post. Commercial grade vinyl lettering available both sides. 
(color - black, white or gold) 1 1/2” high letters.

189-3 Fits 3” O.D. post. Commercial grade vinyl lettering available both sides. 
(color - black, white or gold) 1 1/2” high letters shown.

189-4 Fits 4” O.D. post. Commercial grade vinyl lettering available both sides. 
(color - black, white or gold) 1 1/2” high letters.

191-3 Fits 3” O.D. post. Commercial grade vinyl lettering available both sides. 
(color - black, white or gold) 1 1/2” high letters shown.

191-4 Fits 4” O.D. post. Commercial grade vinyl lettering available both sides. 
(color - black, white or gold) 1 1/2” high letters.

192-3 Fits 3” O.D. post. Commercial grade vinyl lettering available both sides. 
(color - black, white or gold) 1 1/2” high letters shown.

192-4 Fits 4” O.D. post. Commercial grade vinyl lettering available both sides. 
(color - black, white or gold) 1 1/2” high letters.

193-3 Fits 3” O.D. post. Commercial grade vinyl lettering available both sides. 
(color - black, white or gold) 1 1/2” high letters shown.

193-4 Fits 4” O.D. post. Commercial grade vinyl lettering available both sides. 
(color - black, white or gold) 1 1/2” high letters.

 

196-EB3 196-EBX

197-EB3 197-EBX

198-EB3 198-EBX

199-EB3 199-EBX

200-EB3 200-EBX

201-EB3 201-EBX

POST TOP SIGNS TOP SIGNS 

Top Sign Must Have
an EBX Code

Post Top Sign Must Have
an EB3 Code

202

48-3

048

18”

24”

30”

36”

24”

30”

6”

6”

6”

6”

6”

9”

6”

6”

6”

6”

9”

9”

18”

24”

30”

36”

24”

30”
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STREET SIGNS

Model

Fitter Size
(3) 3” Round
(4) 4” Round
(5) 5” Round

Letter 
Material
(R) Raised
(V) Vinyl Finish

Print
(A)	Single Side
(B) Double Sided
(C) Reflective Single 	
	 Side
(D) Reflective 	
	 Double Sided
(N) None

Vinyl Lettering
Style
(B) Block*
(C) Clarendon
(S) Script*
(N) None*

Letter Color
(BLK) Black
(GLD) Gold 
(WHT) White 
N) None Wording

Standard Letter 
Height

188 (3, 4) V (    ) (    ) (    ) 12 spaces 1 1/2” High

188 (3, 4) R (    ) (    ) (    ) 12 spaces 1 1/2” High

189 (3, 4) V (    ) (    ) (    ) 17 spaces 3” High

189 (3, 4) R (    ) (    ) (    ) 17 spaces 3” High

191 (3, 4) V (    ) (    ) (    ) 12 spaces 3” High

191 (3, 4) R (    ) (    ) (    ) 12 spaces 3” High

192 (4, 5) V (    ) (    ) (    ) 12 spaces 4” High

192 (4, 5) R (    ) (    ) (    ) 12 spaces 4” High

193 (4, 5) V (    ) (    ) (    ) 12 spaces 6” High

193 (4, 5) R (    ) (    ) (    ) 12 spaces 6” High

196 (    ) V ( A, B, N ) B WHT 11 spaces 4” High

197 (    ) V ( A, B, N ) B WHT 12 spaces 4” High

198 (    ) V ( A, B, N ) B WHT 14 spaces 4” High

199 (    ) V ( A, B, N ) B WHT 18 spaces 4” High

200 (    ) V ( A, B, N ) B WHT 12 spaces 6” High

201 (    ) V ( A, B, N ) B WHT 12 spaces 6” High

202 (    ) V ( A, B, N ) B WHT 12 spaces 6” High

196-EB 3 V ( A, B, N ) B WHT 10 spaces 4” High

196-EBX N/A V ( A, B, N ) B WHT 10 spaces 4” High

197-EB 3 V ( A, B, N ) B WHT 15 spaces 4” High

197-EBX N/A V ( A, B, N ) B WHT 15 spaces 4” High

198-EB 3 V ( A, B, N ) B WHT 18 spaces 4” High

198-EBX N/A V ( A, B, N ) B WHT 18 spaces 4” High

199-EB 3 V ( A, B, N ) B WHT 18 spaces 4” High

199-EBX N/A V ( A, B, N ) B WHT 18 spaces 4” High

200-EB 3 V ( A, B, N ) B WHT 12 spaces 6” High

200-EBX N/A V ( A, B, N ) B WHT 12 spaces 6” High

201-EB 3 V ( A, B, N ) B WHT 12 spaces 6” High

201-EBX N/A V ( A, B, N ) B WHT 12 spaces 6” High

48-3

048

    Street Signs
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*Vinyl lettering style only



6564

Po
le

s

©2004-2011 Koninklijke Philips Electronics N.V. All rights reserved.
65

POLES

PIER BASES

452452400 SP406, SP412, SP418, SP424
(SP412 shown)

3” O.D.

3”

4 1/8”

10 1/4”

3” O.D.

3” O.D.

12 11/16”

2 11/16”

6”

7”

6”

7”

6”

13 7/8”

7”

453

6” dia.

Bolt Circle

Model Finish Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

453 N/A N/A

453 50H (    )

453 70H (    )

453 100H (    )

453 150H (    )

453 35S E

453 50S (    )

453 70S (    )

453 100S (    )

453 150S (    )

    HID Pier Bases
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3” O.D.

3”

4 1/8”

8” Dia.

Model Finish Description

400

SP406 6” Height

SP412 12” Height

SP418 18” Height

SP424 24” Height

452

    Pier Bases
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ALUMINUM TRAFFIC SIGN FRAMES

Model Finish

206TSF

207TSF

208TSF

209TSF

210TSF

211TSF

212TSF

213TSF

232

232-3

232-4

232-4FL

233

233-3

233-4

233-4FL

    Aluminum Traffic Sign Frames
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206TSF 
for 24” sign

207TSF  
for 30” sign

208TSF 
for 30” yield sign

209TSF 
for 30” x 30”  
diamond sign

210TSF 
for 6” x 12” sign

211TSF 
for 12” x 18” sign

212TSF 
for 18” x 24” sign

213TSF 
for 24” x 30” sign

232 232-3 232-4 232-4FL

25 1/2” 25 1/2” 25 1/2” 25 1/2”

233 233-3 233-4 233-4FL

31 1/2” 31 1/2” 31 1/2” 31 1/2”

Note:	 -3 = fits 3” dia. pole
	 -4 = fits 4” dia. pole
	 -4F = fits 4” round fluted pole
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POLES

FLAT ALUMINUM SIGN BACKS

Model Finish

206FBT

207FBT

209FBT

212FBT

213FBT

215FBT

216FBT

217FBT

218FBT

219FBT

    Flat Aluminum Sign Backs
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FITS
24”

FITS
30”

FITS
30”

FITS
30”

FITS
36”

FITS
24” FITS

18”

18”

36”

24”

24”

12”

30”

FITS
24”

FITS
30”

FITS
30”

FITS
30”

FITS
36”

FITS
24” FITS

18”

18”

36”

24”

24”

12”

30”

FITS
24”

FITS
30”

FITS
30”

FITS
30”

FITS
36”

FITS
24” FITS

18”

18”

36”

24”

24”

12”

30”

FITS
24”

FITS
30”

FITS
30”

FITS
30”

FITS
36”

FITS
24” FITS

18”

18”

36”

24”

24”

12”

30”

206FBT 207FBT 209FBT

212FBT 213FBT 215FBT 216FBT

217FBT 218FBT 219FBT

Model Finish

41-3

41-4

41-5

41-10F

41-10NF

41-12F

41-12NF

   Aluminum Traffic Sign Clamps
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41-3 41-4 41-5

41-10F* 41-10NF* 41-12F** 41-12NF**

*For use with 305-10 pole **For use with 305-12 pole

3” dia. 4” dia. 5” dia.

Note: Painted backs have a 1” reveal on all 
sides for any finish.

Note:	 -3 = fits 3” dia. pole
	 -4 = fits 4” dia. pole
	 -5 = fits 5” dia. pole
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POST CAPS

Model Finish

PC13-3

PC13-4

PC16-3

PC16-4

PC17-3

PC17-4

PC20

PC21

PC24

PC25

    Post Caps - Round
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PC13-3 PC16-3 PC17-3 PC20 PC24

PC13-4 PC16-4 PC17-4 PC21 PC25

Model Finish

PC26

PC27

PC28

PC29

PC30

PC31

PC32

    Post Caps - Round/Square

PC26 PC30 PC27 PC31

PC28 PC29 PC32

Fits 3” Round

Fits 4” Round

Fits 3” Round Fits 4” Round

Fits 4” Square

4 3/8” 4 3/8” 5 3/8”
6 5/8”

9 5/8”

6 1/4” 5 7/8” 7 1/8” 8 1/4”
10 3/8”

7 1/8”
8 3/8” 9 1/8”

7 7/8”

6 1/4”
8 3/4” 7 1/2”
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POLES

POST TOP BRACKET ARMS

544 547546543542541

single
side

mount

2 at 180° 3 at 120°2 at 180°
and 1 top

center mount

4 at 90° 3 at 120°
and 1 top 

center mount

4 at 90°
and 1 top

center mount

545

544S 547S546S543S542S541S

single
side

mount

2 at 180° 3 at 120°2 at 180°
and 1 top

center mount

4 at 90° 3 at 120°
and 1 top 

center mount

4 at 90°
and 1 top

center mount

545S

554S 557S556S553S552S551S

single
side

mount

2 at 180° 3 at 120°2 at 180°
and 1 top

center mount

4 at 90° 3 at 120°
and 1 top 

center mount

4 at 90°
and 1 top

center mount

555S

574 577576573572571

single
side

mount

2 at 180° 3 at 120°2 at 180°
and 1 top

center mount

4 at 90° 3 at 120°
and 1 top 

center mount

4 at 90°
and 1 top

center mount

575

544-4 547-4546-4543-4542-4541-4

single
side

mount

2 at 180° 3 at 120°2 at 180°
and 1 top

center mount

4 at 90° 3 at 120°
and 1 top 

center mount

4 at 90°
and 1 top

center mount

545-4

544S-4 547S-4546S-4543S-4542S-4541S-4

single
side

mount

2 at 180° 3 at 120°2 at 180°
and 1 top

center mount

4 at 90° 3 at 120°
and 1 top 

center mount

4 at 90°
and 1 top

center mount

545S-4

554S-4 557S-4556S-4553S-4552S-4551S-4

single
side

mount

2 at 180° 3 at 120°2 at 180°
and 1 top

center mount

4 at 90° 3 at 120°
and 1 top 

center mount

4 at 90°
and 1 top

center mount

555S-4

574-4 577-4576-4573-4572-4571-4

single
side

mount

2 at 180° 3 at 120°2 at 180°
and 1 top

center mount

4 at 90° 3 at 120°
and 1 top 

center mount

4 at 90°
and 1 top

center mount

575-4

542 Shown 542-4 Shown

542S Shown 542S-4 Shown

552S Shown 552S-4 Shown

560 562

572 Shown 572-4 Shown

3” dia.

31 5/8”

3” O.D.

4 3/4”
10”

4” dia.

40 1/2”

3” O.D.

4 3/4”
10”

3” dia.

40 1/2”
3” O.D.

4 3/4”
10”

4” dia.

40 1/2”
3” O.D.

4 3/4”
10”

3” dia.

38 1/2”
3” O.D.

3”

11 1/2”

4” dia.

38 1/2”
3” O.D.

3”

11 1/2”

4” dia.

28 1/2”

3” O.D.
3”

4” dia.

32 3/4”

3” O.D.
3”

3” dia.

30 1/2”

3” O.D.
1  7/16”

4” dia.

30 1/2”

3” O.D.
1  7/16”

32 3/4”

32”

28 1/2”

23”
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POLES

POST TOP BRACKET ARMS

Model Finish

541

542

543

544

545

546

547

541-4

542-4

543-4

544-4

545-4

546-4

547-4

541S

542S

543S

544S

545S

546S

547S

541S4

542S4

543S4

544S4

545S4

546S4

547S4

    Post Top Bracket Arms
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Model Finish

551S

552S

553S

554S

555S

551S-4

552S-4

553S-4

554S-4

555S-4

560

562

563S

564S

563S-4

564S-4

571

572

573

574

575

576

577

571-4

572-4

573-4

574-4

575-4

576-4

577-4

    Post Top Bracket Arms
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Note:	 -4 = fits 4” dia. pole
	 S = fitter w/scroll
	 S4 = fitter w/scroll, fits 4” dia. pole
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POLES

NATIONAL WIND VELOCITY MAP

State or Federal Lighting Projects may require decorative poles to meet specifications established by 
the American Association of Street and Highway Traffic Officials (AASHTO).

Decorative poles are designed to meet the industry accepted wind loading design practices for decorative street 
lighting standards. Poles are designed for post top mounted luminaries.

The Effective Projected Area of EPA is a wind resistance rating 

given for fixtures, brackets, and accessories.  The total of all 

accessory EPA ratings must not exceed the pole capacity EPA 

for the wind zone where it is installed.

There may be more than one wind velocity in any 

geographical area, such as the greater Tampa, Florida area 

which has three different wind zones. Lighting poles must also 

be selected that can withstand the additional stresses caused 

by weight. Please check local ordinances/building codes for 

up-to-date requirements.

Decorative Pole Windloading

The largest EPA addition to any pole will be from single or 

double rectangular shaped decorative banners and street signs. 

The surface area exposed to the wind creates a high EPA value 

when compared to fixtures and arm brackets and a larger pole 

diameter or thicker wall may be required. Always contact the 

factory whenever banners are used.

Philips Hanover Lantern poles are designed to meet industry 

accepted wind-loading practices for decorative street lighting 

standards. State of Federal lighting projects may require 

decorative poles to meet specifications established by the 

American Association of Street and Highway Traffic Officials 

(AASHTO). Consult the factory for separate EPA capacities 

according to AASHTO recommendations.

Pole Banner Loading
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NOTES
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The Total 
Philips System
By leveraging the global strength of Philips, we believe 
Philips Hanover Lantern can offer the most vertically 
integrated product from conception to final assembly 
including LEDs, platform designs, electronic drivers, 
lamps, and controls.

It is with this One-Philips philosophy that we can 
ensure our customers will receive the world class 
products and quality expected, and that these 
products will outlive those of our competitors.

And, we know you will not find another global 
company such as Philips with over a century of 
experience in producing quality lighting products to 
give you confidence in our designs.





Philips Hanover Lantern
100 Craftway Drive
Littlestown, PA 17340
Phone: 	 800-233-7196
Fax: 	 800-632-4795

www.hanoverlantern.com

PL-1095-1107-5K

Printed in U.S. A.

©2004-2011 Koninklijke Philips Electronics N.V.  All rights reserved. 

Certain products illustrated in this catalog may be protected by applicable patents and patent pending. Philips Hanover Lantern 
will aggressively defend all of its intellectual property.  We reserve the right to change details of design, materials and finishes in 
any way that will not alter installed appearance or reduce function and performance.




