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POST TOP

NORTH HILLS - 33030, 33081, 33200 Series

photographed:
33200C VCP P G 250H F 5 N G
finish:
Verde Copper (VCP)

COMPONENT DATA

Cast aluminum finial, painted to match finish of fixture.

Spun copper or painted spun aluminum roof. Note: 
copper roof will age naturally.

Cast aluminum decorative band and legs secured with 
stainless steel screws.

Clear acrylic or clear polycarbonate, U.V. stabilized, type 
III or V refractor globe.

Porcelain base 4kv socket. 

Three 1/4-20 stainless steel set screws and hex nuts 
lock globe to ballast pod. To relamp loosen all three set 
screws and nuts.

Two piece cast aluminum water tight ballast 
compartment.

Three 5/16-18 stainless steel locking set screws supplied 
for securing lantern to post or tenon.

Cast aluminum post fitter slips over 3” dia. post or tenon.

ETL and cETL listed. ISO 9001: 2008
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model no. shown: 33200C VCP P G 250H F 5 N G
dimensions: H:  35 1/4”  W:  18 1/8” 
E.P.A.: 2.15
max. weight: 33 lbs.
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ORDERING/SPECIFICATIONS

Model

Dome
(A) Aluminum
(C) Copper Finish

Globe
(A) Clear Acrylic  
	 (33200 150W max)
(P) 	Clear Polycarbonate 
	 (33200)
(T) Lg. Rippled
	 Polycarbonate 	
	 (33030, 33081)

Socket
(D) †Med.
(G) Mog.
(L) LED
(R) Induction

Wattage / 
Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

Optic
(3) 	Refractive Globe, Type III 
	 (33200)
(5) 	Refractive Globe,  		
	 Type V (33200)
P)	 Cutoff Optics, 
	 Type V (33030)
(N) None (33081, 33030)*

Photoeye
(B) Button 	
	 Eye
(N) **None

Cage
(G) Grosse 	
	 Pointe
(N)	None

33030, 33081, 33200 (    ) (    ) D 50H (    ) (    ) (    ) (    )

33030, 33081, 33200 (    ) (    ) D 70H (    ) (    ) (    ) (    )

33200 (    ) (    ) D 10H (100W) (    ) (    ) (    ) (    )

33200 (    ) (    ) (D,G) 15H (150W) (    ) (    ) (    ) (    )

33200 (    ) (    ) G 25H (250W) (    ) (    ) (    ) (    )

33030, 33081, 33200 (    ) (    ) D 35S E (    ) (    ) (    )

33030, 33081, 33200 (    ) (    ) D 50S (    ) (    ) (    ) (    )

33030, 33081, 33200 (    ) (    ) (D,G) 70S (    ) (    ) (    ) (    )

33030, 33081, 33200 (    ) (    ) (D,G) 10S (100W) (    ) (    ) (    ) (    )

33200 (    ) (    ) (D,G) 15S (150W) (    ) (    ) (    ) (    )

33200 (    ) (    ) G 25S (250W) (    ) (    ) (    ) (    )

33030, 33081 (    ) T D 10I (100W) E (    ) (    ) (    )

33200 (    ) (    ) D 15I (150W) E (    ) (    ) (    )

33200 (    ) (    ) R 55R (    ) Consult Factory (    ) (    )

33200 (    ) (    ) R 85R (    ) Consult Factory (    ) (    )

33200 (    ) (    ) R 16R (165W) (    ) Consult Factory (    ) (    )

33200 (    ) (    ) L LED (    ) Consult Factory (    ) (    )

    North Hills 33030, 33081, 33200 Series
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33030 A VTC T D 70S F N N  N

Dims: H 27 7/8” W 13 5/8”

EPA: 1.43

Fitter: 3” I.D.

33030 A ASI T D 70H E N N  G

Dims: H 27 7/8” W 13 5/8”

EPA: 1.53

Fitter: 3” I.D.

33081 A ASI T D 70H E N N N

Dims: H 31 1/4” W 13 5/8”

Proj: 16 7/8” T/O 21 3/8”

Back Plate: H 10 1/4” W 6 3/4”

33200 A ARD A G 15H E 3 B N

Dims: H 35 1/4” W 18 1/8”

EPA: 2.15

Fitter: 3” I.D.

33200 C VTC P D 50H E 5 N G

Dims: H 35 1/4” W 18 1/8”

EPA: 2.15

Fitter: 3” I.D.

*33081 N optic only.

**33030 and 33081 “N” Photoeye. 33200 “B” Photo Eye only available.

† Medium base socket (D) only on 33030 and 33081.
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POST TOP

MANCHESTER - 33100 Series

photographed:
33100 BLK P D 10H E 5 N N
finish:
Black (BLK)

COMPONENT DATA

Clear prismatic U.V. stabilized polycarbonate or acrylic 
roof. (Finial optional)

Aluminum reflector for increased down light. Located 
in roof.

Cast aluminum decorative band and legs secured with 
stainless steel screws.

Clear acrylic or clear polycarbonate, U.V. stabilized, 
type III or V refractor globe.

Porcelain base 4kv socket.

Three 1/4-20 stainless steel set screws and hex nuts 
for locking globe to ballast pod top. To relamp loosen 
all three set screws and nuts.

Two piece cast aluminum water tight ballast 
compartment. Lower housing has sixteen flutes.

Three 5/16-18 stainless steel locking set screws 
supplied for securing lantern to post or tenon.

Cast aluminum post top fitter slips over 3” dia. post 
or tenon.

ETL and cETL listed. ISO 9001: 2008
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model no. shown: 33100 BLK P D 10H E 5 N G
dimensions: H:  32 1/4”  W:  15 13/16” 
E.P.A.: 2.15
max. weight: 32 lbs.
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ORDERING/SPECIFICATIONS

Model Finish

Globe
(A) Clear Acrylic  
	 (150W max)
(P) 	Clear Polycarbonate

Socket
(D) Med.
(G) Mog.
(L) LED
(R) Induction

Wattage / 
Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

Optic
(3) 	Refractive Globe, Type III
(5) 	Refractive Globe,  		
	 Type V
(3F) Refractive Globe, Type 	
	 III (w/finial)
(5F) Refractive Globe,  
	 (w/finial)

Photoeye
(B) Button Eye
(N) None

Cage
(G) Grosse 		
	 Pointe
(N)	None

33100 (    ) D 50H (    ) (    ) (    ) (    )

33100 (    ) (D,G) 70H (    ) (    ) (    ) (    )

33100 (    ) (D,G) 10H (100W) (    ) (    ) (    ) (    )

33100 (    ) (D,G) 15H (150W) (    ) (    ) (    ) (    )

33100 (    ) G 25H (250W) (    ) (    ) (    ) (    )

33100 (    ) D 35S E (    ) (    ) (    )

33100 (    ) (D,G) 50S (    ) (    ) (    ) (    )

33100 (    ) (D,G) 70S (    ) (    ) (    ) (    )

33100 (    ) (D,G) 10S (100W) (    ) (    ) (    ) (    )

33100 (    ) (D,G) 15S (150W) (    ) (    ) (    ) (    )

33100 (    ) G 25S (250W) (    ) (    ) (    ) (    )

33100 (    ) D 15I (150W) E (    ) (    ) (    )

33100 (    ) R 55R (    ) Consult Factory (    ) (    )

33100 (    ) R 85R (    ) Consult Factory (    ) (    )

33100 (    ) R 16R (165W) (    ) Consult Factory (    ) (    )

33100 (    ) L LED (    ) Consult Factory (    ) (    )

    Manchester 33100 Series
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33100 BLK A G 15H E 3 B N

Dims: H 32 1/4” W 15 13/16”

EPA: 2.15

Fitter: 3” I.D.

33100 WBZ P G 25S H 5 N G

Dims: H 32 1/4” W 17”

EPA: 2.15

Fitter: 3” I.D.
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POST TOP

NEWPORT - 33300 Series

COMPONENT DATA

Clear ripple textured polycarbonate U.V. stabilized roof.

Aluminum reflector for increased down light. Located in 
roof.

Cast aluminum decorative band and legs secured with 
stainless steel screws.

Clear acrylic or clear polycarbonate, U.V. stabilized, type III or 
V refractor globe.

Porcelain base 4kv socket. 

Three 1/4-20 stainless steel set screws and hex nuts lock 
globe to ballast pod. To relamp loosen all three set screws 
and hex nuts.

Two piece cast aluminum water tight ballast compartment.

Three 5/16-18 stainless steel locking set screws supplied for 
securing lantern to post or tenon.

Cast aluminum post fitter slips over 3” dia. post or tenon.

ETL and cETL listed. ISO 9001: 2008
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model no. shown: 33300 WBZ P G 250H H 3L N G
dimensions: H:  31 13/16”  W:  17” 
E.P.A.: 2.10
max. weight: 31 lbs.

photographed:
33300 WBZ P G 250H H 3L N G
finish:
Weathered Bronze (WBZ)
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ORDERING/SPECIFICATIONS

Model Finish

Globe
(A) Clear Acrylic  
	 (150W max)
(P) 	Clear Polycarbonate

Socket
(D) Med.
(G) Mog.
(L) LED
(R) Induction

Wattage / 
Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

Optic
(3) 	Refractive Globe, Type III
(5) 	Refractive Globe,  		
	 Type V
(3L) Refractive Globe, Type 	
	 III (w/Reflector)
(5L) Refractive Globe,  
	 Type V (w/Reflector)

Photoeye
(B) Button Eye
(N) None

Cage
(G) Grosse 		
	 Pointe
(N)	None

33300 (    ) D 50H (    ) (    ) (    ) (    )

33300 (    ) (D,G) 70H (    ) (    ) (    ) (    )

33300 (    ) (D,G) 10H (100W) (    ) (    ) (    ) (    )

33300 (    ) (D,G) 15H (150W) (    ) (    ) (    ) (    )

33300 (    ) G 25H (250W) (    ) (    ) (    ) (    )

33300 (    ) D 35S E (    ) (    ) (    )

33300 (    ) (D,G) 50S (    ) (    ) (    ) (    )

33300 (    ) (D,G) 70S (    ) (    ) (    ) (    )

33300 (    ) (D,G) 10S (100W) (    ) (    ) (    ) (    )

33300 (    ) (D,G) 15S (150W) (    ) (    ) (    ) (    )

33300 (    ) G 25S (250W) (    ) (    ) (    ) (    )

33300 (    ) D 15I (150W) E (    ) (    ) (    )

33300 (    ) R 55R (    ) Consult Factory (    ) (    )

33300 (    ) R 85R (    ) Consult Factory (    ) (    )

33300 (    ) R 16R (165W) (    ) Consult Factory (    ) (    )

33300 (    ) L LED (    ) Consult Factory (    ) (    )

    Newport 33300 Series
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33300 WHT A G 15H E 3 B N

Dims: H 31 13/16” W 15 13/16”

EPA: 2.10

Fitter: 3” I.D.

33300 SRT P D 35S E 5L N G

Dims: H 31 13/16” W 17”

EPA: 2.10

Fitter: 3” I.D.
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POST TOP

KINKADE - 33400 Series

photographed:
33400 BLK A D 15H H 5L N N
finish:
Black (BLK)

COMPONENT DATA

Clear ripple textured polycarbonate U.V. stabilized roof.

Aluminum reflector for increased down light. Located in 
roof.

Cast aluminum decorative band and legs secured with 
stainless steel screws.

Clear acrylic or clear polycarbonate, U.V. stabilized, type III 
or V refractor globe.

Porcelain base 4kv socket.

Three 1/4-20 stainless steel set screws and hex nuts lock 
globe to ballast pod top. To relamp loosen all three set 
screws and hex nuts.

Two piece cast aluminum water tight ballast compartment. 

Three 5/16-18 stainless steel locking set screws supplied 
for securing lantern to post or tenon.

Cast aluminum post fitter slips over 3” dia. post or tenon.

ETL and cETL listed. ISO 9001: 2008
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model no. shown: 33400 GRA  A D15H H 5L N G
dimensions: H:  35 9/16”  W:  15 13/16” 
E.P.A.: 2.38
max. weight: 30.5 lbs.
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ORDERING/SPECIFICATIONS

Model Finish

Globe
(A) Clear Acrylic  
	 (150W max)
(P) 	Clear Polycarbonate

Socket
(D) Med.
(G) Mog.
(L) LED
(R) Induction

Wattage / 
Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

Optic
(3) 	Refractive Globe, Type III
(5) 	Refractive Globe,  		
	 Type V
(3L) Refractive Globe, Type 	
	 III (w/Reflector)
(5L) Refractive Globe,  
	 Type V (w/Reflector)

Photoeye
(B) Button Eye
(N) None

Cage
(G) Grosse 		
	 Pointe
(N)	None

33400 (    ) D 50H (    ) (    ) (    ) (    )

33400 (    ) D 70H (    ) (    ) (    ) (    )

33400 (    ) D 10H (100W) (    ) (    ) (    ) (    )

33400 (    ) (D,G) 15H (150W) (    ) (    ) (    ) (    )

33400 (    ) G 25H (250W) (    ) (    ) (    ) (    )

33400 (    ) D 35S E (    ) (    ) (    )

33400 (    ) D 50S (    ) (    ) (    ) (    )

33400 (    ) (D,G) 70S (    ) (    ) (    ) (    )

33400 (    ) (D,G) 10S (100W) (    ) (    ) (    ) (    )

33400 (    ) (D,G) 15S (150W) (    ) (    ) (    ) (    )

33400 (    ) G 25S (250W) (    ) (    ) (    ) (    )

33400 (    ) D 15I (150W) E (    ) (    ) (    )

33400 (    ) R 55R (    ) Consult Factory (    ) (    )

33400 (    ) R 85R (    ) Consult Factory (    ) (    )

33400 (    ) R 16R (165W) (    ) Consult Factory (    ) (    )

33400 (    ) L LED (    ) Consult Factory (    ) (    )

    Kinkade 33400 Series
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33400 ASI A D 15H G 3 B N

Dims: H 35 9/16” W 15 13/16”

EPA: 2.38

Fitter: 3” I.D.

33400 BRZ P G 25S H 5L N G

Dims: H 35 9/16” W 17”

EPA: 2.38

Fitter: 3” I.D.
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POST TOP

SAWGRASS - 33500 Series

photographed:
33500 FGN P G 150H H5 N G
finish:
Forest Green (FGN)

COMPONENT DATA

Cast aluminum finial painted to match finish of fixture.

Spun aluminum roof.

Cast aluminum decorative band and legs secured with 
stainless steel screws.

Clear acrylic or clear polycarbonate, U.V. stabilized, 
type III or V refractor globe.

Porcelain base 4kv socket.

Three 1/4-20 stainless steel set screws and hex nuts 
supplied for locking globe to ballast pod. To relamp 
loosen all three set screws and hex nuts.

Two piece cast aluminum water tight ballast 
compartment. Lower housing has sixteen flutes.

Three 5/16-18 stainless steel locking set screws 
supplied for securing lantern to post or tenon.

Cast aluminum post fitter slips over 3” dia. post or 
tenon.

ETL and cETL listed. ISO 9001: 2008
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model no. shown: 33500 FGN P G 150H H5 N G
dimensions: H:  38 1/2”  W:  17” 
E.P.A.: 2.35
max. weight: 31 lbs.
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ORDERING/SPECIFICATIONS

Model Finish

Globe
(A) Clear Acrylic  
	 (150W max)
(P) 	Clear Polycarbonate

Socket
(D) Med.
(G) Mog.
(L) LED
(R) Induction

Wattage / 
Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

Optic
(3) 	Refractive Globe, Type III
(5) 	Refractive Globe,  		
	 Type V

Photoeye
(B) Button Eye
(N) None

Cage
(G) Grosse 		
	 Pointe
(N)	None

33500 (    ) D 50H (    ) (    ) (    ) (    )

33500 (    ) (D,G) 70H (    ) (    ) (    ) (    )

33500 (    ) (D,G) 10H (100W) (    ) (    ) (    ) (    )

33500 (    ) (D,G) 15H (150W) (    ) (    ) (    ) (    )

33500 (    ) G 25H (250W) (    ) (    ) (    ) (    )

33500 (    ) D 35S E (    ) (    ) (    )

33500 (    ) (D,G) 50S (    ) (    ) (    ) (    )

33500 (    ) (D,G) 70S (    ) (    ) (    ) (    )

33500 (    ) (D,G) 10S (100W) (    ) (    ) (    ) (    )

33500 (    ) (D,G) 15S (150W) (    ) (    ) (    ) (    )

33500 (    ) G 25S (250W) (    ) (    ) (    ) (    )

33500 (    ) D 15I (150W) E (    ) (    ) (    )

33500 (    ) R 55R (    ) Consult Factory (    ) (    )

33500 (    ) R 85R (    ) Consult Factory (    ) (    )

33500 (    ) R 16R (165W) (    ) Consult Factory (    ) (    )

33500 (    ) L LED (    ) Consult Factory (    ) (    )

    Sawgrass 33500 Series 
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33500 BRZ A D 50H E 3 B N

Dims: H 38 1/2” W 16”

EPA: 2.30

Fitter: 3” I.D.

33500 BRN P G 25S H 5 B G

Dims: H 38 1/2” W 17”

EPA: 2.35

Fitter: 3” I.D.
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POST TOP

STATE COLLEGE - 33555 Series

photographed:
33555 FGN A G 100S F M N
finish:
Forest Green (FGN)

COMPONENT DATA

Cast aluminum finial painted to match the finish of fixture.

Spun aluminum roof.

Cast aluminum decorative band and legs secured with 
stainless steel screws.

Clear acrylic U.V. stabilized globe.

Porcelain base 4kv socket.

Three 1/4-20 stainless steel set screws and hex nuts 
lock globe to ballast pod. To relamp loosen all three set 
screws and hex nuts.

Two piece cast aluminum water tight ballast 
compartment.

Three 5/16-18 stainless steel locking set screws supplied 
for securing lantern to post or tenon.

Cast aluminum post fitter slips over 3” dia. post or tenon.

ETL and cETL listed. ISO 9001: 2008

B

A

D

C

F

E

H

G

I

model no. shown:  33555 FGN  A G 100S F P N
dimensions:  H:  40 1/4”  W:  19 3/8” 
E.P.A.:  2.30
max. weight:  34 lbs.
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ORDERING/SPECIFICATIONS

Model Finish
Globe
(A) Clear Acrylic 

Socket
(D) Med.
(G) Mog.

Wattage / 
Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

Optic
(M) Type III - Cutoff Optic
(P) Type V - Cutoff Optics

Photoeye
(B) Button Eye
(N) None

33555 A D 50H (    ) (    ) (    )

33555 A (    ) 70H (    ) (    ) (    )

33555 A (    ) 10H (100W) (    ) (    ) (    )

33555 A (    ) 15H (150W) (    ) (    ) (    )

33555 A D 35S E (    ) (    )

33555 A D 50S (    ) (    ) (    )

33555 A (    ) 70S (    ) (    ) (    )

33555 A (    ) 10S (100W) (    ) (    ) (    )

33555 A (    ) 15S (150W) (    ) (    ) (    )

33555 A D 15I (150W) E (    ) (    )

    State College 33555 Series 
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33555 FGN A G 70H F M B G

Dims: H 40 1/4” W 19 3/8”

EPA: 2.35

Fitter: 3” I.D.
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POST TOP

SALT LAKE - 48000, 48100, 48200, 48300, 48400

photographed:
48400 A BLK P D 15H E 3 N G
finish:
Black (BLK)

COMPONENT DATA

Cast aluminum finial, painted to match finish of fixture.

Spun copper or painted spun aluminum roof. Note: copper 
roof will age naturally. (48300 series only)

Cast aluminum decorative band and four legs secured with 
stainless steel screws.

Clear acrylic or clear polycarbonate, U.V. stabilized, type III 
or V refractor globe.

Porcelain base 4kv socket.

Ballast and related components are mounted in a cast 
aluminum ballast compartment with quick disconnect wiring.

Three 5/16-18  stainless steel hex head machine screws and 
hex nuts lock globe to ballast pod. 

Two piece cast aluminum water tight ballast compartment. 
Lower housing has a hinged door with optional removable 
twist lock photo control. Terminal block supplied inside 
opposite access door will accept up to #4 ga. wire.

Four 5/16-18 stainless steel hex machine screws secure 
fixture to post or tenon.

Cast aluminum post fitter slips over 3” O.D. post or tenon.

ETL and cETL listed. ISO 9001: 2008
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model no. shown: 48300 C VBZ P D 15H F5 N G
dimensions: H:  38 7/8”  W:  18 1/8” 
E.P.A.: 2.15
max. weight: 34 lbs.
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ORDERING/SPECIFICATIONS

Model

Dome (48300)
(A) Aluminum
(C) Copper Finish

Globe
(A) Clear Acrylic  
	 (150W max)
(P) 	Clear Polycarbonate

Socket
(D) Med.
(G) Mog.
(L) LED
(R) Induction

Wattage / 
Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

Optic
(3) 	Refractive Globe, 
	 Type III*
(5) 	Refractive Globe,  		
	 Type V*
(3L) Refractive Globe, Type 	
	 III (w/Lite Lid)
(5L) Refractive Globe,  
	 (w/Lite Lid)

Photoeye
(R) Twist-Lock
(N) None

Cage
(G) Grosse 		
	 Pointe
(N)	None

48000, 48100, 
48200, 48300, 48400

(    ) (    ) D 50H (    ) (    ) (    ) (    )

48000, 48100, 
48200, 48300, 48400

(    ) (    ) (D,G) 70H (    ) (    ) (    ) (    )

48000, 48100, 
48200, 48300, 48400

(    ) (    ) (D,G) 10H (100W) (    ) (    ) (    ) (    )

48000, 48100, 
48200, 48300, 48400

(    ) (    ) (D,G) 15H (150W) (    ) (    ) (    ) (    )

48000, 48100, 
48200, 48300, 48400

(    ) (    ) G 25H (250W) (    ) (    ) (    ) (    )

48000, 48100, 
48200, 48300, 48400

(    ) (    ) D 35S E (    ) (    ) (    )

48000, 48100, 
48200, 48300, 48400

(    ) (    ) (D,G) 50S (    ) (    ) (    ) (    )

48000, 48100, 
48200, 48300, 48400

(    ) (    ) (D,G) 70S (    ) (    ) (    ) (    )

48000, 48100, 
48200, 48300, 48400

(    ) (    ) (D,G) 10S (100W) (    ) (    ) (    ) (    )

48000, 48100, 
48200, 48300, 48400

(    ) (    ) (D,G) 15S (150W) (    ) (    ) (    ) (    )

48000, 48100, 
48200, 48300, 48400

(    ) (    ) G 25S (250W) (    ) (    ) (    ) (    )

48000, 48100, 
48200, 48300, 48400

(    ) (    ) D 15I (150W) E (    ) (    ) (    )

48000, 48100, 
48200, 48300, 48400

(    ) (    ) R 55R (    ) Consult Factory (    ) (    )

48000, 48100, 
48200, 48300, 48400

(    ) (    ) R 85R (    ) Consult Factory (    ) (    )

48000, 48100, 
48200, 48300, 48400

(    ) (    ) R 16R (165W) (    ) Consult Factory (    ) (    )

48000, 48100, 
48200, 48300, 48400

(    ) (    ) L LED (    ) Consult Factory (    ) (    )

    Salt Lake 48000, 48100, 48200, 48300, 48400 Series 
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48000 BLK A G 15H G 3F R N

Dims: H 33 7/8” W 15 7/8”

EPA: 2.15

Fitter: 3” I.D.

48200 IRN A D 35S E 3 R N

Dims: H 37 1/8” W 15 7/8”

EPA: 2.38

Fitter: 3” I.D.

48000 VBZ P D 50S H 5 R G

Dims: H 33 7/8” W 17”

EPA: 2.15

Fitter: 3” I.D.

48100 FGN A D 35S E 3 R N

Dims: H 33 7/8” W 15 7/8”

EPA: 2.10

Fitter: 3” I.D.

48100 ASI P G 25H H 5 R G

Dims: H 33 7/8” W 17”

EPA: 2.10

Fitter: 3” I.D.

48200 BLK P G 25H H 5 R G

Dims: H 37 1/8” W 17”

EPA: 2.38

Fitter: 3” I.D.

48300 A ASI A G 15H E 3 R N

Dims: H 36 7/8” W 18 1/8”

EPA: 2.15

Fitter: 3” I.D.

48300 C ABS P D 50H G 5 R G

Dims: H 36 7/8” W 18 1/8”

EPA: 2.15

Fitter: 3” I.D.

*48300 and 48400 3 and 5 optics only.

48400 GRA A D 50H E 3 R N

Dims: H 39 3/4” W 16”

EPA: 2.30

Fitter: 3” I.D.

48400 ACP P G 25S H 5 R G

Dims: H 39 3/4” W 17”

EPA: 2.30

Fitter: 3” I.D.
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STOCKHOLM - 536, 537, 53630, 53730 Series

photographed:
53730 WBZ A D 70H E B N
finish:
Weathered Bronze (WBZ)

COMPONENT DATA

Cast aluminum finial painted to match finish of fixture.

Spun aluminum cap.

Roof mounted Type V cut-off reflector.

Spun aluminum roof secures to top ring with two 
brass thumbscrews. To relamp loosen thumbscrews.

Four cast aluminum crowns secure to roof with 8-32 
stainless steel screws.

Fluted cast aluminum top ring.

Porcelain base 4kv socket.

Painted aluminum sleeve. 

Clear acrylic globe.

Four cast aluminum cage legs secure to top and 
bottom rings with 8-32 stainless steel screws.

Ballast and component parts mounted inside 
two piece cast aluminum moisture proof ballast 
compartment.

Three 5/16-18 stainless steel set screws secures 
lantern to 3” O.D. post or tenon.

Cast aluminum post fitter slips over 3” post or tenon.

ETL and cETL listed. ISO 9001: 2008

B

A

D

C

F

E

H

G

I

B

A

D C

F

E

H

G

I

model no. shown:  53730 VTC A D 70H E P N
dimensions:  H:  36 3/4”  W:  19 3/8” 
E.P.A.:  1.96
max. weight:  28 lbs.

J

J

K

L

K

L

M

M
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ORDERING/SPECIFICATIONS

Model Finish
Globe
(A) Clear Acrylic 

Socket
(D) Med.
(G) Mog.
(L) LED
(R) Induction

Wattage / 
Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

Optic
(B) 6” Refractor Type V
(C) 6” Refractor Type III
(P) *Cutoff Optics, Type V
(N) None

Photoeye
(N) None

536, 537, 53630, 53730 A D 50H (    ) (    ) N

536, 537, 53630, 53730 A (D,G) 70H (    ) (    ) N

536, 537, 53630, 53730 A D 35S E (    ) N

536, 537, 53630, 53730 A (D,G) 50S E (    ) N

536, 537, 53630, 53730 A (D,G) 70S (    ) (    ) N

536, 537, 53630, 53730 A (D,G) 100S (    ) (    ) N

536, 537, 53630, 53730 A D 100I E (    ) N

536, 537, 53630, 53730 A R 55R (    ) Consult Factory N

536, 537, 53630, 53730 A R 85R (    ) Consult Factory N

536, 537, 53630, 53730 A L LED (    ) Consult Factory N

    Stockholm 536, 537, 53630, 53730
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53630 VCP A D 35S E B N

Dims: H 36 3/4” W 17 3/4”

EPA: 1.96

Fitter: 3” I.D.

53630 VGN A D 70H F P N

Dims: H 36 3/4” W 17 3/4”

EPA: 1.96

Fitter: 3” I.D.

53730 BLK A G 100S H C N

Dims: H 36 3/4” W 19 3/8”

EPA: 1.96

Fitter: 3” I.D.

53730 BRN A D 70H F P N

Dims: H 36 3/4” W 19 3/8”

EPA: 1.96

Fitter: 3” I.D.

536 RBZ A D 70H E B N

Dims: H 41 1/2” W 17 3/4”

Proj: 21 1/2” T/O 29”

Back Plate: H 10 1/4” W 6 3/4”

537 GRA A D 50H E C N

Dims: H 41 1/2” W 19 3/8”

Proj: 22 1/4” T/O 29”

Back Plate: H 10 1/4” W 6 3/4”

*Optic (P) only available in 53630 and 53730; Med socket only.
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PIER BASES 

452452400 SP406, SP412, SP418, SP424
(SP412 shown)

3” O.D.

3”

4 1/8”

10 1/4”

3” O.D.

3” O.D.

12 11/16”

2 11/16”

6”

7”

6”

7”

6”

13 7/8”

7”

453

6” dia.

Bolt Circle

Model Finish Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

453 N/A N/A

453 50H (    )

453 70H (    )

453 100H (    )

453 150H (    )

453 35S E

453 50S (    )

453 70S (    )

453 100S (    )

453 150S (    )

    HID Pier Bases
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3” O.D.

3”

4 1/8”

8” Dia.

Model Finish

400

SP406 (6” H)

SP412 (12” H)

SP418 (18” H)

SP424 (24” H)

452

    Pier Bases
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WALL MOUNT BRACKETS 

214

245

570

235

235S

535S

12 5/8”

3” O.D.

3”

14”

17”

3” O.D.

4 3/4”

5 1/4”

14 1/4”

3” O.D.

3”

14 1/4”

15 3/4”

18 1/2”

3” O.D.

4 3/4”

5 1/4”

17”

3” O.D.

3”

8 1/8” 10 1/4”

17 7/8”13 1/4”

3” O.D.

9 1/2”

1 7/8”

Model Finish

214

235

235S

245

535S

570

    Wall Mount Brackets
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009 / 011R
120V/208V-277V

Model Description

009 120V Button Eye

011R 208 - 277V Button Eye

   Replacement Photo Control
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REFLECTORS, REFRACTORS 

Model Description

41 Med House Side Shield, Hose Clamp

42 Med House Side Shield

43 Med Top Reflector

44 Med
House Side Shield and Top 
Reflector

41 MOG House Side Shield, Hose Clamp

42 MOG House Side Shield

43 MOG Top Reflector

44 MOG
House Side Shield and Top 
Reflector

042
House Side Shield for 6” Refractor 
bowl

044
House Side Shield for 8” Refractor 
bowl

    House Side Shield

Model Description

80 4” Type V

78, 79, 81, 82, 96, 97 6” Type V & III

83, 84, 88, 89 8” Type V & III

    Replacement Refractors

078

079

080 081 082 083 084 088 096 097089

41MED 41MOG 042 044
41 MED 41 MOG 042 044

078

079

080 081 082 083 084 088 096 097089

41MED 41MOG 042 044

078

079

080 081 082 083 084 088 096 097089

41MED 41MOG 042 044

078

079

080 081 082 083 084 088 096 097089

41MED 41MOG 042 044

078

079

080 081 082 083 084 088 096 097089

41MED 41MOG 042 044

78 79 80 81 82 83

84 88 89 96 97

078

079

080 081 082 083 084 088 096 097089

41MED 41MOG 042 044

42 MED 42 MOG 43 MED

43 MOG 44 MED 44 MOG
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55 - Ceiling Canopy
(2’ of chain supplied)

Model Finish Wattage / Source

Voltage
(E) 120V
(F) 208V
(G) 240V
(H) 277V

55 50H (    )

55 70H (    )

55 100H (    )

55 150H (    )

55 35S E

55 50S (    )

55 70S (    )

55 100S (    )

55 150S (    )

    Ceiling Canopy
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8”

7 5/8”

(6” dia. bolt circle)
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NATIONAL WIND VELOCITY MAP

State or Federal Lighting Projects may require decorative poles to meet specifications established by 
the American Association of Street and Highway Traffic Officials (AASHTO).

Decorative poles are designed to meet the industry accepted wind loading design practices for decorative street 
lighting standards. Poles are designed for post top mounted luminaries.

The Effective Projected Area of EPA is a wind resistance rating 

given for fixtures, brackets, and accessories.  The total of all 

accessory EPA ratings must not exceed the pole capacity EPA 

for the wind zone where it is installed.

There may be more than one wind velocity in any 

geographical area, such as the greater Tampa, Florida area 

which has three different wind zones. Lighting poles must also 

be selected that can withstand the additional stresses caused 

by weight. Please check local ordinances/building codes for 

up-to-date requirements.

Decorative Pole Windloading

The largest EPA addition to any pole will be from single or 

double rectangular shaped decorative banners and street signs. 

The surface area exposed to the wind creates a high EPA value 

when compared to fixtures and arm brackets and a larger pole 

diameter or thicker wall may be required. Always contact the 

factory whenever banners are used.

Philips Hanover Lantern poles are designed to meet industry 

accepted wind-loading practices for decorative street lighting 

standards. State of Federal lighting projects may require 

decorative poles to meet specifications established by the 

American Association of Street and Highway Traffic Officials 

(AASHTO). Consult the factory for separate EPA capacities 

according to AASHTO recommendations.

Pole Banner Loading
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•	Continue to expand our environmental  

	 corporate efforts in order to create a  

	 more sustainable future.

•	Further our research  and development  

	 activities to produce the most   

	 innovative products available.

•	Sustain our business in America by  

	 supporting  American investments,  

	 along with workers and their families.

 

Made In America
Together, we can support your business and help build a 
stronger American economy.  Philips Hanover Lantern is 
positioned to: 

The Total Philips System
By leveraging the global strength of Philips, we believe Philips Hanover 
Lantern can offer the most vertically integrated product from 
conception to final assembly including LEDs, platform designs, electronic 
drivers, lamps, and controls.

It is with this One-Philips philosophy that we can ensure our customers 
will receive the world class products and quality expected, and that 
these products will outlive those of our competitors.

And, we know you will not find another global company such as Philips 
with over a century of experience in producing quality lighting products  
to give you confidence in our designs.

GALLERY



Philips Hanover Lantern
100 Craftway Drive
Littlestown, PA 17340
Phone: 	 800-233-7196
Fax: 	 800-632-4795

www.hanoverlantern.com
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Certain products illustrated in this catalog may be protected by applicable patents and patent pending. Philips Hanover Lantern 
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